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STAFF BRIEF 

This document is the staff’s comparison of the Secretary of the Interiors Standards for Rehabilitation, Design Guidelines for Denver 
Landmark Structures and Districts, the Landmark Preservation Ordinance (Chapter 30, Revised Municipal Code) and other 
applicable adopted area guidelines as applied to the proposed application.  It is intended to provide guidance during the 
commission’s deliberation of the proposed application.  Guidelines are available at www.denvergov.org/preservation 

 
Project:   2022-COA-027  LPC Meeting:   January 25, 2022 
Address:    431 Acoma    Staff:   Abigail Christman   
Historic Dist/DLM:  Baker    
Year structure built:  New construction  
Council District:  #7 Jolon Clark     
Applicant:   Jeff Van Sambeek  
 
 
Past LPC Action: 
Landmark Preservation Commission Meeting 2/2/2021 
Description: Infill, Phase I: Mass, form, and context 
Motion by B. Gassman: I move to approve application 2021-COA-205 for the mass, form, and context of the 
proposed infill at 431 Acoma St. as per design guidelines 4.1-4.5, 4.7, 4.8, 4.10, 4.12, 4.15, 4.16, 4.18, and 4.19, 
character-defining features for the Baker historic district, presented testimony, submitted documentation and 
information provided in the staff report with the condition that the façade fenestration and design of the rooftop 
structure and ADU be restudied prior to the submittal of the Part II: Design Detail application. 
Second: G. Petri 
Amendment G. Chapman: correct project number to 2021-COA-025. 
Accepted by motioner and seconder. 
Vote: Unanimous in favor (8-0-0), motion passes. 
 
 
Project Scope Under Review: 
 
Review of the design detail application for a duplex and rear ADUs 
 
Materials Duplex: 

Foundation: concrete Roofing:  composite shingle  
Siding:   stucco and brick (Ballpark)  Trim:   steel, concrete  
Windows:  aluminum clad wood    Doors:  wood and aluminum clad wood  

 
 
Materials ADUs: 

Foundation: concrete  Roofing: EPDM  
Siding: stucco and brick (Ballpark)  Trim:   concrete 
Windows: aluminum clad wood  Doors:  wood  

  
 
 
 



Staff Summary: 
431 Acoma St. currently holds an asphalt parking lot. It is located on the northeast edge of the Baker Historic 
District. The east side of the block (opposite 431 Acoma St.) is occupied by a large condominium complex 
constructed c.2006. This is within the district but constructed prior to the current Landmark design guidelines. 
However, the west side of the block (where 431 Acoma) is located retains a strong historic character. 431 Acoma 
is located mid-block with three historic properties to the south (107 W 4th Ave, 425 Acoma, 429 Acoma) and three 
historic properties to the north (441 Acoma, 451 Acoma, 455 Acoma). The proposed infill design references the 
two-story boxy, flat-roofed Terrace type buildings found within the Baker district. Character-defining features of 
the historic Terrace type include brick construction; flat roof; boxy, rectangular plan; simple form; hipped-roof 
porches often with simple Doric columns; separate porches for each entrance common; a simple corbelled 
cornice; multiple front doors which face the street; and simple brick detailing.   
 
The Commission approved the Mass, Form, and Context application on February 2, 2021 with the conditions that 
the façade fenestration and design of the rooftop structure and ADU be restudied prior to the submittal of the Part 
II: Design Detail application. The applicant has changed individual windows on the second story of the façade to 
paired windows. On the rooftop structure, the roof design has been changed, the fenestration simplified, and the 
wall cladding changed to match the second floor. Additional trim has been added to the ADU. Staff believes that 
these alterations address the conditions set by the Commission.  
 
The duplex and ADU feature brick cladding on the first floor and stucco above. While this configuration is not 
traditional of the district, the materials are characteristic of the district, and the combination of brick and stucco will 
identify the buildings as new construction. Decorative details include a stepped parapet, steel channel trim and 
porch supports, concrete sills, brick quoins, and a vertical brick element visually dividing the duplex units. (The 
image on page 29 does not match with other drawings of the duplex and shows a pilaster between the units 
rather than brick and does not show quoins at the corners).  
 
Overall, staff feel that the design details successfully relate to the district while using modern elements to identify 
the structures are new construction. However, staff have two suggestions to help the designs better relate to the 
district.  

1) Raise the height of the brick cladding at the first floor to the height of the second level subfloor to create 
more visual balance.  

2) Simplify the design of the divider wall in the rear yard. Remove proposed manufactured stone veneer at 
wall and clad with brick to match the duplex and ADU (or use a simple wood fence) and reduce the height 
of the wall at the door so that it matches the height of the rest of the wall. Also, the site plan currently 
shows front gates and a rear divider wall but does not indicate that there will be any fencing enclosing the 
rear yard. It is unclear if this is an omission or intentional. However, if no side/rear yard fencing is 
planned, then the front gates appear to be unnecessary. If fencing is planned, it needs to be shown on 
the plans.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  



Excerpted from Design Guidelines for Denver Landmark Structures and Districts, January 2016 

Guideline Meets 
Guideline? Comments 

4.3 Design a building to include the 
typical features and rhythms of historic 
buildings in the surrounding 
context/block, using similar 
proportions and dimensions. Features 
to reference include: 
a. Foundation heights 
b. Floor-to-floor heights and overall 
building height 
c. Window locations, proportions, and 
recess in the wall. 
d. Entry and porch location, size and 
proportions. 
e. Scaling elements and articulation, such 
as belt courses, dormers, balconies, 
decorative roof cornices, etc. 

      Yes/No The design of the duplex references features 
and rhythms of the district. Window 
proportions and recess fit district patterns. 
The façade features a combination of window 
types with a regular arrangement and 
traditional solid-to-void ratio. The duplex 
features a raised foundation that fits district 
patterns as well as hipped roof porches at 
each entry. The visual perception of floor-to-
floor heights would be improved by raising the 
height of the brick cladding to the height of the 
second level subfloor.  
 
The ADU is simple in design with minimal 
detailing.    
 

4.5 Design a new building to be 
recognized as current construction, 
while respecting key features of the 
historic district as well as the 
surrounding historic context/block.  
b. Include features that relate to the 
surrounding historic context/block, 
such as front porches in a residential 
setting, or a defined roof cornice on a 
commercial structure. 
c. Use contemporary details, such as 
window moldings and door surrounds, to 
create interest and convey the period in 
which the structure was built. 

Yes  The primary residence features a simplified 
interpretation of Terrace type buildings within 
the district that will be identifiable as new 
construction. Contemporary interpretations of 
traditional features are proposed including the 
use of steel channel at the parapet, windows, 
and porch. Materials will also identify the 
design as new construction including the 
combination of brick and stucco, steel, and 
concrete.   
  

4.6 Use materials that appear similar in 
scale, color, texture and finish to those 
seen historically in the district. 
a. Masonry materials such as brick, stone 
and genuine stucco are appropriate in 
most districts. 
b. Architectural metals and glass are also 
appropriate in many districts, especially 
commercial and industrial contexts. 
c. New materials that convey 
characteristics similar to historic materials 
may be considered if they have a similar 
appearance, size and shape to traditional 
materials. Such materials may include 
smooth-finish (non-wood grain) fiber 
cement board and cast stone, when they 
are detailed to convey a sense of 
authenticity. 

Yes The duplex and ADU will be clad in a 
combination of brick and stucco. This is a 
simple combination of materials that fits with 
the district.     
 
    



4.8 Design windows, doors and other 
features to be compatible with the 
historic context. 
b. When using contemporary window 
patterns and designs, ensure they respect 
the character and proportions of windows 
in the surrounding historic context. 
c. Maintain the typical historic placement 
of window headers and sills relative to 
cornices and belt courses. 
d. Use door widths, heights and materials 
that are similar to doors on historic 
buildings in the surrounding historic 
context. 
f. Use clear or near clear low-e glass in 
windows. 

Yes The windows will be aluminum clad wood.   
Most of the windows are traditionally 
proportioned, one-over-one sash. Horizontal 
sliders will be used for basement egress 
windows; these windows will not be readily 
visible. Doors will be wood.  
    
  

4.15 Use a front porch to provide a 
visual and functional connection 
between the building and the street.  
a. Use a front porch to define the entry.   

Yes Each unit will have a simple hipped roof.   

4.19 Design a new garage or secondary 
structure to be compatible with, and 
subordinate to, the primary structure 
and surrounding historic context.  
c. Use materials that are of a similar color, 
texture and scale to materials of the 
primary structure and in the surrounding 
historic context.  
d. Use simplified versions of building 
components and details found in the 
surrounding historic context.    

Yes The design, height, and size of the ADU fit 
with district patterns.  The ADU features a 
simple boxy design with minimal 
ornamentation. The ADU will be clad with a 
combination of brick and stucco to match the 
duplex.     

5.9 Add a rear yard fence consistent 
with historical patterns of the property 
and surrounding historic district.  
a. Locate a rear yard fence to have 
minimal visibility from public view.  
c. Use a rear and side yard fence type 
and materials traditionally found in the 
historic context, such as simple iron or 
wooden solid or open picket fence. Only 
use stone, brick, or a stuccoed wall if it 
corresponds with the historic property and 
surrounding historic context.  
d. Design new fences to have traditional 
height, style and design to blend with 
historic building and surrounding historic 
context.   

No  Applicant is proposing a rear divider wall that 
is 8’-3” tall and clad in manufacturer stone 
veneer. Stone walls are not a characteristic 
feature of the Baker district. The wall also 
features a doorway, with the wall height raised 
at this section (though the exact 
measurements are not provided in the 
application). Staff recommends simplifying the 
wall, using brick to match the duplex and ADU 
and reducing the height of the wall at the 
door, so that the wall is a single height.  

 
 
 
 
 



Excerpted from Character-Defining Features of the Baker Historic District, January 2016 
 

Character-defining features Matches 
features? Comments 

Roofs  
Forward facing gable(s), and combined gable and 
hipped roof types are common on Queen Anne, 
Victorian eclectic and Bungalow homes. Most roofs 
have boxed eaves; many Queen Anne and Victorian 
eclectic examples feature decorative barge boards. 
Front and side hipped dormers are common on 
Classic Cottages and Denver Squares; some front 
gabled homes have gabled side dormers. Composite 
roofing material is common as a replacement to wood 
shingles. 

 
Yes  

Features a flat roof with a parapet, 
a combination found on other 
Terrace style buildings in the 
district.   

Entries & Doors  
Offset forward facing single entries, some with 
transoms.     

 
Yes 

Entrances face the street.  

Porch  
Width:  
Partial and half width porches are typical on Queen 
Anne, Classic Cottages, Italianate and Victorian 
eclectic buildings; however, a few examples of these 
styles feature full width or wrap-around porches. Full 
width porches are more common on early 20th century 
homes, such as Bungalows and Denver Squares. 
Height:  
One story typical. Narrow two-story porches are only 
on the Queen Anne and Victorian eclectic homes. 
Projecting:  
The majority of porches within this district are 
projecting. A small number of the Queen Anne homes 
have engaged second story porches. 
Shapes:  
Raised square or rectangular shaped with gable, shed, 
and hipped roofs; some shed and hipped roofs have 
decorative front gables. Gable roofs are typical on 
Queen Anne and Victorian eclectic examples, 
and also on Bungalows. Hipped and shed roofs are 
common on most other styles. 

 
Yes  

Features two simple hipped roof 
porches, one at each unit 
entrance. This configuration is 
typical of historic duplexes within 
the district.  

Outbuildings  
Detached: Yes  
Access: On the alleyways.  
Height: One- to two-story garages/historic carriage 
houses. 
Size: Smaller garages and carriage houses associated 
with the interior lots. Larger carriage houses on 
corner properties. 
Shape: Boxy masses with flat roofs and raised 
parapets and forward facing gables are common; a 
small number of hipped roofs. 

 
Yes  

ADUs are located at the rear of the 
lot. ADUs feature a boxy mass and 
simple, utilitarian design. Roof is 
flat.  

 
 
 



Recommendation: Approval with Conditions  
 
Conditions:   

1. Height of the brick cladding at the first floor be raised to the height of the second level subfloor 
2. Rear divider wall to be continuous in height and clad in brick. 

 
Basis: Design detail of the proposed infill structure and associated ADUs relate to the district 

context (4.3, 4.5, 4.6, 4.8, 4.15, 4.19). Modifications to the brick cladding would improve the 
proportions (4.3) and site work should be simplified (5.9).  
  

Suggested Motion:  I move to APPROVE with CONDITIONS application 2022-COA-027 for design detail of the 
proposed infill at 431 Acoma St., as per design guidelines 4.3, 4.5, 4.6, 4.8, 4.15, 4.19, and 5.9, character-
defining features for the Baker historic district, presented testimony, submitted documentation and 
information provided in the staff report with the conditions that 1) the height of the brick cladding at the first 
floor be raised to the height of the second level subfloor, 2) rear divider wall to be continuous in height and 
clad in brick.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Baker District Map with 431 Acoma outlined in red.  
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