CITY AND COUNTY OF DENVER
DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE

CONTRACT NO. 202685002
PROJECT NAME: Federal Boulevard and Amherst Avenue - HAWK Signal

ADDENDUM NO._#1 TO CONTRACT DOCUMENTS
DATE OF ADDENDUM: July 23, 2026

Bidders are hereby instructed that the drawings, specifications, and other contract documents are modified,
corrected, supplemented and/or superseded for the above-mentioned project as hereinafter described in the following
attachments:

ATTACHMENTS

Denver Water Plans
Revised Statement of Quantities

General Contractors and Subcontractors — Construction within Denver

Project estimation changed to, “Estimated Construction Cost: Between $700,000.00 and $850,000.00.”

POSTPONEMENT OF BID OPENING

Bid Opening on August 6, 2026 at 2:00 p.m.

Bids will be received and accepted via the online electronic bid service, Rocky Mountain E-Purchasing (“BidNet”).
Prospective bidders must be on the plan holders list on BidNet for bids to be accepted. To access the electronic bid
form, download the required documents from BidNet and complete the Unit Item Pricing in the Documents & Items
section of the solicitation. All properly uploaded bids will then be opened, witnessed and read aloud. To access the
bid opening teleconference, please call 720-388-6219 and enter conference ID: 501 288 555# or join via Microsoft

Teams.

QUESTIONS/ANSWERS

QL.

Al.

Revision of Section 630 Construction Zone Traffic Control indicates that the lane closure southbound to be
only at night. With the apartments located right at this corner, can we receive a variance that would allow
us to have a lane closure north and southbound from 8:30 am to 3:30 pm?

CDOT Region 1's Lane Closure Strategy (LCS) establishes uniform criteria and provides
authoritative guidance for scheduling lane closures throughout Region 1.

The CDOT Region 1 Lane Closure Strategy (2024) also establishes the required Lane Closure
Variance procedure. Any requested variance from the approved lane closure hours must be
submitted through the Region 1 Lane Closure Variance Request Google Form, in accordance with
the procedures outlined in the LCS.CDOT Region 1 Lane Closure Strateqy | 2024

For this project, the approved lane closure hours are based on the allowable lane closure schedule
shown below.

Lane Closure Strategy - 6th Ed. Part A - All Season Segments Multi-Lane Highways Allowed Hours CDOT Region |

State
Highway
Number

Multi-Lane Highways

(MP) (MP) ; S Directional
Highway Type Direction AADT Weekday Weekend

From To Lanes
One-Lane Closure One-Lane Closure

088A

(3.940) (6.012) . 6 PM to Midnight 7 PMto Midnight
Multi-Lane SB 37,000 2 b )
Jewell Ave US 285/Hampden Ave Midnight to 6 AM Midnightto 11 AM

088A

(6.012) (3.940) . 6PMto6AM 7 PM to Midnight
Multi-Lane NB 37,000 2 A
US 285/Hampden Ave Jewell Ave 9AMto1PM Midnight to 10 AM
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https://teams.microsoft.com/meet/261216921916578?p=4ucAHuY7NfUp4dBwiu
https://teams.microsoft.com/meet/261216921916578?p=4ucAHuY7NfUp4dBwiu
https://urldefense.com/v3/__https:/www.codot.gov/safety/traffic-safety/assets/work-zones/lane-closure-strategies/R1_Lane_Closure_Report.pdf__;!!M87Ej6RJKlw!TLrzVMyuIWCrNgG8LbOJL49TaK2tt45AzyRXls8Bgwkz2Jk5CkRt3_eoYU6yyi9mHdA1rHKFt6pxRiD5axzAHdHweIPRRkg6$

Q2. Can the bid date be extended a week?

A2. The City will extend the due date seven calendar days.

Q3.  What is the anticipated construction start date?

A3. Late August to Mid September based on NTP date.

Q4.  What is the anticipated construction finish date?

A4, 180 calendar days past NTP to reach substantial completion.

Q5.  What taxes apply to this project?

A5, Refer to attachment, “General Contractors and Subcontractors — Construction within Denver” for
tax guidance.

Q6. Is the contractor responsible for 3rd party testing costs?

AB. Yes, this is a CDOT project and 3" party testing is required.

Q7.  What permits will apply to this project and who is responsible for permit costs?

AT. The contractor is responsible to pull all required local City and State permits. City permit fees are
waived.

Q8. Is there a DBE, SBE, or MWBE requirement on this project?

AS8. DBE is 0% participation — Page 5 of the specs.

Qo. Is there a soils report available?

A9. No.

Q10. Are there any owner furnished items?

A10. No.

Q11. Is Builders Risk Insurance required?

All. No. Refer to page BDP-44 section SC-21 Insurance coverages.

Q12.  Will the contract be a unit price contract or lump sum contract?

Al2. Unit Price.

Q13. Isany dewatering anticipated during construction?

Al13. Not anticipating dewatering.

Q14. Do we have to submit the statement of quantities breakout with the bid?

Al4. Yes, there is an item section within BidNet to submit this.

Q15. The statement of quantities has a Wildlife Biologist. Is this necessary for the project?

A15. Yes. The contractor will need to adhere to all CDOT requirements.

Q16. What cost is intended to be included for the public information services line item on the statement of
guantities?

Al16. Contractor needs to determine based on Spec section 262 page 99.

Q17. s there a specific amount we need to carry for the five (5) force accounts (F/A 01, F/A 02, F/A 03, F/A
04, F/A 05)?
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Al7. The force accounts amounts are listed in BidNet Items.

Q18. Does the contractor need to carry all anticipated winter condition costs?
Al8. Yes.

This ADDENDUM shall be attached to, become a part of, and be returned with the Bid Proposal.

/2%, 2. (lr=)

James G. Potter, Gy Engineer

7/22/2026
Date
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Know what'sbelow.
Call before you dig.

FIRE FLOW DATA

FIRE FLOW REQUIREMENTS ARE 1,500 GPM
PER HYDRANT AT 20 PSI RESIDUAL PRESSURE

STANDARD ABBREVIATIONS /DEFINITTONS

AVE AVENUE HYD HYDRANT
CITY AND COUNTY OF DENVER BLVD BOULEVARD LF LINEAR FEET
BM BENCHMARCK MH MANHOLE
DEPARTMENT OF TRANSPORTATION INFRASTRUCTURE C2G CURE AND GUTTER MT METER
LEGEND Cl CAST IRON N NORTH
CEDERAI HAWK CONC CONCRETE PGL PROFILE GRADE LINE
FIRE HYDRANT (EXISTING) DIP DUCTILE IRON PIPE Pl POINT OF INTERSECTION
CIRE HYDRANT REILOCATION EA EACH PC POINT OF CURVATURE
FIRE HYDRANT (PROPOSED) EL ELEVATION PROP PROPOSED
<EXTEN S ON> ESMT EASEMENT PSI POUNDS PER SQUARE
WATER METER IN MANHOLE (EXISTING) EX EXISTING INCH
EXT EXTENSION PT POINT OF TANGENT
TEE FITTING (EXISTING) N W 1/4 OF NE 1/4 OF SECTION 32 TOWNSHIP 4S RANGE FT FOOT OR FEET PVC POLYVINYL CHLORIDE
G GAS RCP REINFORCED CONCRETE
CROSS FITTING (EXISTING) 68 WEST OF THE 6TH PRIME MERIDIAN GPM GALLONS PER MINUTE PIPE
COUNTY OF DENVER, STATE OF COLORADO GV GATE VALVE ROW RIGHT(S)—OF—WAY
45 DEGREE BEND (EXISTING) HCL HORIZONTAL CONTROL SS SANITARY
LINE ST STORM
GATE VALVE (PROPOSED) HMA HOT MIX ASPHALT TYP TYPICAL
HORIZ ~ HORIZONTAL VERT VERTICAL
GATE VALVE (EXISTING) MATERIALS LIST
WATER MANHOLE (EXISTING) _ DESCRIPTION QTY. UNIT
CURB STOP (EXISTING) - 6" DIP 13 LF
PLUG (EXISTING) | 6" FIRE HYDRANT 1 EA
6" WATER (EXISTING) I 6” x 6” SWIVEL TEE 1 EA
W YALE AVE
8" WATER (EXISTING) I . 6” GATE VALVE 1 EA
12" WATER (EXISTING) W AMHERST AVE 48 LB MAGNESIUM ANODE 1 EA
W AMHERST AVE
WATER CONDUIT (EXISTING) I . REMOVAL OF FIRE HYDRANT 1 EA
W BATES AVE
DOMESTIC LINE (EXISTING) l' I . SURVEY CONITROL
BASIS OF BEARINGS: BEARINGS USED IN THE CALCULATIONS OF COORDINATES ARE
FIRE HYDRANT LINE (EXISTING) W CORNELL AVe BASED ON THE WEST LINE OF THE NORTHEAST QUARTER OF SECTION 32, TOWNSHIP 4
‘ SOUTH, RANGE 68 WEST, OF THE 6TH PRINCIPAL MERIDIAN MONUMENTED AT THE SOUTH
FIRE HYDRANT LINE (PROPOSED) .‘ N END AT THE SOUTHWEST CORNER OF SAID NORTHEAST QUARTER OF SECTION 32 BY A
FOUND 3.25" ALUMINUM CAP IN RANGE BOX MARKED "COLO DEPT OF TRANSPORTATION
Approved for Construction C1/4 COR T4S R68W 6TH PM 1994 PLS NO 28666” AND A CALCULATED POINT FROM
Approval Valid for 1-year REFERENCES (A FOUND 2.5” ALUMINUM CAP MARKED 'COLO DEPT OF TRANSPORTATION
S [ — Ol 40.43" SOUTHEASTERLY IN CONCRETE CURB AND A FOUND 0.75" PLUG SOUTHWESTERLY
e OF A RECORDED DISTANCE 89.42 FEET) AT THE NORTH END AT THE NORTHEAST CORNER

District:

Districts: 1000 Denver

a DENVER WATER

Pl ' Felo 7/"/1/)4/

correct as specified by the

Fire hydrants shall be installed according to Denver Water

Standards. The number and location(s) of fire hydrants(s)
and fire flow as shown on this water main installation is

Paul R. Peloquin
Interagency Project Manager - Distr. Intergov. Plan & Coord.

Fire Department.

gpm fire flow

Fire hydrants shall be installed according to Denver Water
Standards. The number and location(s) of fire hydrant(s) and
fire flow as shown on this water main installation is correct as

Date

Signature of Fire Chief or Designated Representative

specified by the Denver Fire Department

W. Adam Grier

Fire Chief or Designated Representative

gpm fire flow: 1,500

DFD Project Number: 2025-FIRE-O0O0O5671
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STANLEY CONSULTANTS

8000 SOUTH CHESTER STREET
SUITE 400

CENTENNIAL, CO 80112
303.799.6806

CONTACT: SARAH ZARZECKI
ZARZECKISARAH@STANLEYGROUP.COM

OF SAID NORTHEAST QUARTER OF SECTION 32 BEING A GRID BEARING OF N00°24'027E,
AS OBTAINED FROM GLOBAL POSITIONING SYSTEM (GPS).

HORIZONTAL COORDINATES FOR THIS SURVEY ARE BASED ON THE CITY AND COUNTY OF
DENVER (CCD) LOCAL PROJECTION COORDINATE SYSTEM.

GEODETIC COORDINATES ARE NAD83 (2011) DATUM BASED ON A FAST STATIC GPS
SURVEY HOLDING PUBLISHED VALUES ON THE PRIMARY CONTROL POINTS SHOWN HEREON.

PROJECT MAPPING PROJECTION:

TRANSVERSE MERCATOR ZONE: CCD_LOCAL
DATUM = NAD83-2011

CENTRAL POINT FALSE NORTHING = 400,000.0000
CENTRAL POINT FALSE EASTING = 600,000.0000
LATITUDE OF ORIGIN = N39°45’19.00000"
CENTRAL MERIDIAN = W104°53'53.00000”

ZONE WIDTH = 6°00’00.0”

SCALE AT ORIGIN 1.00025403000

UNITS ARE US SURVEY FOOT.

VERTICAL DATUM:

PROJECT ELEVATIONS WERE BASED ON CCD BENCHMARK NO. 119, A 2” BRASS CAP ON
TOP OF CONCRETE. LOCATED AT THE SOUTHEAST CORNER OF S. FEDERAL BLVD. & W.
BATES AVE. NAVD88. ELEVATION 5,448.57'.

Print Date:

Sheet Revisions
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Know what'sbelow.
Call before you dig.
GENERAL CONSTRUCTION AND WATER NOTES

1.

PROJECTS LOCATED IN DISTRIBUTOR CONTRACT AREAS SHALL REQUIRE THE DISTRICT TO CONTACT
DENVER WATER'S CONSTRUCTION ENGINEERING PERSONNEL AT 303-628-6671, PRIOR TO THE
PRE-CONSTRUCTION MEETING.

ALL MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH DENVER WATER'S ENGINEERING
STANDARDS, MATERIALS SPECIFICATIONS, AND DRAWINGS. ALL MAIN INSTALLATIONS/SYSTEM
MODIFICATIONS WILL BE APPROVED AND INSPECTED BY DENVER WATER. FIELD CHANGE DIRECTIVES
MADE BY DISTRIBUTION INSPECTION SHALL BE MADE WITHIN 24 HOURS BY THE CONTRACTOR.
CONTRACTORS SHALL MAINTAIN A COPY OF THE CURRENT ENGINEERING STANDARDS AND CPCS ON-SITE
AT ALL TIMES DURING CONSTRUCTION. SEE THE CART BELOW FOR A QUICK REFERENCE TO THE
FREQUENTLY USED MATERIAL SPECIFICATIONS.

MATERIAL SPECIFICATION QUICK REFERENCES:

CPCS TECHNICAL SPECIFICATION

DESCRIPTION

330519 DUCTILE IRON PIPE

30 05 31.13 POLYVINYL CHLORIDE PRESSURE PIPE

30 05 19; 33 05 31.13 DUCTILE IRON WATERWORKS FITTINGS

331419 RESILIENT SEATED GATE VALVES

331500 RUBBER SEATED BUTTERFLY VALVES

3314 17 TAPPING VALVES - MECHANICAL JOINT TYPE

3314 17 FABRICATED CARBON STEEL AND STAINLESS STEEL TAPPING SLEEVES

33 14 11 CAST IRON VALVE BOXES

3314 20 DRY-BARREL FIRE HYDRANTS

330519 POLYETHYLENE ENCASEMENT MATERIAL

3314 17 BRASS AND BRONZE GOODS

33 05 61 CONCRETE VAULTS

33 0519; 3305 31.13 MECHANICAL JOINT RESTRAINT

33 14 11 BOLTED SLEEVE-TYPE COUPLINGS

33 14 11 FLANGED JOINT ACCESSORIES

4. THE DEPTH OF COVER OVER THE PIPE, MEASURED FROM THE OFFICIAL STREET GRADE TO THE TOP OF
THE PIPE, SHALL BE A MINIMUM OF 4-1/2 FEET AND SHALL BE KNOWN AS THE COVER OVER THE PIPE. IF
DIFFICULTIES ARISE WHEN CROSSING INTERFERENCE, AND WHERE SPECIFICALLY APPROVED BY DENVER
WATER, DEVIATIONS FROM 4-1/2 FEET OF COVER WILL BE PERMITTED BY THE METER INSPECTION
SUPERVISOR OR DISTRIBUTION INSPECTOR. THE COVER OVER THE PIPE SHALL BE A MINIMUM OF 4-1/2
FEET AND A MAXIMUM OF 10 FEET WITH DENVER WATER APPROVAL.

5.  ANY CHANGES IN ALIGNMENT AND GRADE SHALL BE AUTHORIZED BY DENVER WATER AND SHALL BE
ACCOMPLISHED BY THE INSTALLATION OF ADDITIONAL FITTINGS. THE DEFLECTION OF JOINTS IS
PERMITTED ONLY WHEN INSTALLING PIPE ON HORIZONTAL OR VERTICAL CURVES.

6. PRIOR TO THE INSTALLATION OF WATER MAINS, ROAD CONSTRUCTION MUST HAVE PROGRESSED TO AT
LEAST THE SUB-GRADE STATE. SUB-GRADE IS DEFINED AS AN ELEVATION OF NO MORE THAN 7 INCHES
BELOW THE FINISHED STREET GRADE.

7. THE CONTRACTOR SHALL ADJUST ALL VALVE BOXES, MANHOLE LIDS, TRACER WIRE BOXES, FIRE
HYDRANTS TO THE FINAL FINISHED GRADE.

8. BENDS, TEES, FIRE HYDRANTS, BLOW-OFFS AND PLUGS AT DEAD-END MAINS SHALL BE PROTECTED FROM
THRUST WITH MECHANICAL RESTRAINT AND CONCRETE KICK BLOCKS IN ACCORDANCE WITH DENVER
WATER'S ENGINEERING STANDARDS AND CPCS.

9. VALVES SHALL BE LOCATED ON PROPERTY LINE EXTENSIONS, EXCEPT FOR TAPPING SLEEVE WHERE AN
ADDITIONAL VALVE SHALL BE PLACED ON THE TAPPING SLEEVE. ADDITIONAL VALVE LOCATIONS MAY BE
REQUIRED PER DENVER WATER'S CONSTRUCTION ENGINEERING PERSONNEL.

10. UTILITY CROSSINGS SHALL MAINTAIN A MINIMUM CLEARANCE OF 18-INCHES FROM THE OUTSIDE OF THE
PIPES.

11. ONLY ONE POINT OF CONNECTION IS ALLOWED UNTIL THE TESTING OF THE NEW MAIN INSTALLATIONS IS
COMPLETE.

12. NEWLY INSTALLED WATER MAINS AND FIRE SERVICE LINES SHALL BE HYDROSTATICALLY TESTED IN
ACCORDANCE WITH DENVER WATER ENGINEERING STANDARDS, SECTION 8.22.

13. THE TRENCH SHALL BE EXCAVATED, AND THE PIPE EXPOSED FOR INSPECTION AT ANY LOCATION ON THE

14.

PROJECT, WHEN REQUESTED BY DENVER WATER.

THE STERILIZATION AND FLUSHING OF MAINS SHALL BE INSPECTED AND CERTIFIED BY THE HEALTH
DEPARTMENT HAVING JURISDICTION; ONE COPY OF THE CERTIFICATION SHALL BE PROVIDED TO DENVER
WATER. THE CERTIFICATION SHALL NOTE THE LOCATION OF THE MAIN AND STATE THE MAIN HAS BEEN

INSPECTED BY A REPRESENTATIVE OF THE HEALTH DEPARTMENT HAVING JURISDICTION AND COMPLIES

WITH THE PROCEDURES SET FORTH BY THAT DEPARTMENT.

15. THE CONTRACTOR IS RESPONSIBLE FOR:

15.1.

15.2.

15.3.

15.4.

15.5.

NOTIFYING CUSTOMERS VERBALLY OR IN WRITING WHO MAY BE AFFECTED BY A WATER OUTAGE
DURING CONSTRUCTION.

OBTAINING, AT THE CONTRACTOR'S EXPENSE, APPLICABLE LICENSES, PERMITS, BONDS, ETC., THAT
ARE REQUIRED FOR THE MAIN INSTALLATION/SYSTEM MODIFICATION.

CONTACTING DENVER WATER'S CONSTRUCTION ENGINEERING PERSONNEL FOR THE
PRE-CONSTRUCTION MEETING AND INSPECTION, AT 303-628-6671, AT LEAST 48 HOURS PRIOR TO
BEGINNING CONSTRUCTION.

IN THE EVENT OF AN EMERGENCY IN DENVER OR IN A TOTAL SERVICE AREA AFTER WORKING HOURS,
CALL DENVER WATER'S WESTSIDE DISPATCHER: 303-628-6801. IN A MASTER METER OR READ & BILL
DISTRICT, PLEASE CONTACT THE REPRESENTATIVE OF THE DISTRICT IN WHICH THE PROJECT IS
TAKING PLACE.

PAYING ALL ADDITIONAL CHARGES FOR INSPECTION OUTSIDE NORMAL WORK HOURS.

NOTE: BE ADVISED THAT ON OCCASION VALVES IN OUR SYSTEM MAY BE INOPERABLE. ON SUCH OCCASIONS, IT
MAY BECOME NECESSARY TO BACK UP AN ADDITIONAL BLOCK FOR THE SHUT OUT. IF THAT OCCURS, MAKE
ADDITIONAL NOTIFICATIONS VERBALLY OR IN WRITING TO CUSTOMERS WITH THE MANDATORY 24 HOURS
ADVANCE NOTICE. WHEN VALVE MAINTENANCE IS REQUIRED, A DELAY OF SEVERAL DAYS SHOULD BE
EXPECTED.

TAP AND METER NOTES

(FOR DENVER TOTAL SERVICE, AND READ AND BILL AREAS ONLY. IN MASTER METER DISTRICTS PLEASE REFER
TO THE SPECIFICATION FOR THAT DISTRICT).

1.

4.1.

4.2

4.3.

44.

4.5.

4.6.

4.7.

4.8.

BEFORE ANY TAPS ARE MADE ON MAINS, TAP APPLICATIONS AND PAYMENT MUST MUST BE RECEIVED
AND APPROVED BY THE DISTRIBUTOR AND DENVER WATER, AND THE WATER MAIN HAS PASSED WATER
QUALITY TESTING.

DENVER WATER WILL MAKE ALL TAPS THAT ARE 2 INCHES AND SMALLER.

INDIVIDUAL SERVICE LINE PRVS SHALL BE INSTALLED BY THE LICENSEE WHEN AREA PRESSURE EXCEEDS
80 PSI.

SERVICES AND METERS:

THE CONTRACTOR MAY REQUEST AN ON-SITE PRE-CONSTRUCTION CONFERENCE WITH THE METER
INSPECTOR FOR ALL TAPS, SERVICE LINES, ALL METER SIZES, AND PROJECTS INVOLVING MORE THAN
ONE TAP AND SERVICE. TO SCHEDULE A PRE-CONSTRUCTION CONFERENCE, CALL METER
INSPECTION AT 303-628-6701.

A COPY OF THE APPROVED PLANS WITH DENVER WATER'S APPROVAL STICKER MUST BE PRESENT
ON-SITE AT THE TIME THE TAP IS MADE AND THE METER IS INSPECTED OR INSTALLED.

PRIOR TO THE TAP BEING MADE, THE SERVICE ADDRESS SHALL BE POSTED, AND THE CURB VALVE
SHALL BE INSTALLED. UPON TAP INSTALLATION, THE CONTRACTOR MAY REQUEST THE METER
INSPECTION AFTER THE FIRST POUR OF CONCRETE FOUNDATION HAS OCCURRED. THE SERVICE
ADDRESS SHALL REMAIN POSTED UNTIL THE METER SETTING PASSES INSPECTION.

METERS CANNOT BE SET, INSPECTED, OR SERVICES ACTIVATED, UNTIL THE REQUIREMENTS FOR
BACKFLOW PREVENTION HAVE BEEN COMPLETED. CONTACT THE CROSS-CONNECTION CONTROL
PROGRAM PERSONNEL AT 303-628-5969 FOR FURTHER INFORMATION.

METER PITS AND VAULTS MUST BE SET FLUSH WITH THE FINAL GRADE OF THE LANDSCAPE,
INCLUDING THE PROPER DEPTH FOR SOIL AMENDMENT. IF FINAL GRADING HAS NOT BEEN
COMPLETED AT THE TIME OF METER INSPECTION, THE OWNER WILL BE REQUIRED TO RAISE OR
LOWER THE METER PIT/VAULT WHEN FINAL GRADE IS ESTABLISHED. ADJUSTMENT OF THE PIT MAY
REQUIRE ADJUSTMENT OF THE METER SETTING WITHIN THE PIT.

METER SETTING, VALVES, AND SERVICE LINES FROM THE MAIN TO THE BACKFLOW PREVENTER
ASSEMBLY, IF PRESENT, OR TO 5 FEET AFTER THE METER VAULT, MUST MEET ALL APPLICABLE
ENGINEERING STANDARDS AND CPCS IN EFFECT AT THE TIME OF ACTIVATION. MODIFICATIONS MAY
BE REQUIRED FROM THE DETAILS ON THESE PLANS TO COMPLY WITH THE CURRENT CPCS.

NO PRESENT OF FUTURE FENCES OR WALLS ARE PERMITTED BETWEEN THE RIGHT-OF-WAY (ROW)
OR EASEMENT AND THE METER SETTING. THERE SHALL BE NO PERMANENT OBSTRUCTIONS WITHIN 5
FEET OF THE OUTSIDE WALL OF THE METER PIT OR VAULT.

INSIDE THE CITY OF DENVER, ALL MULTI-FAMILY DWELLINGS WITH A SINGLE TAP, SERVICE LINE, AND
METER ARE REQUIRED TO SUB-METER EACH INDIVIDUAL UNIT (SEC 401.3.2 OF DENVER

MODIFICATIONS TO THE INTERNATIONAL PLUMBING CODE, ORDINANCE NUMBER 576, SERIES OF 2004).

CALL THE CITY AND COUNTY OF DENVER PLUMBING INSPECTOR FOR INFORMATION AT 720-865-2625.

4.9.

INSIDE THE CITY OF DENVER, ALL SERVICE LINES MUST BE INSTALLED TO AVOID EXISTING OR
PROPOSED STREET TREES. CONTACT THE CITY AND COUNTY OF DENVER'S FORESTER AT
720-913-0647 FOR MORE INFORMATION.

CROSS-CONNECTION CONTROL REQUIREMENTS:

THE LICENSEES LISTED BELOW SHALL BE IN CONFORMANCE WITH DENVER WATER'S ENGINEERING
STANDARDS, CHAPTER 5.05, APPENDIX D, BACKFLOW PREVENTION AND CROSS-CONNECTION CONTROL
PROGRAM CROSS-CONNECTION CONTROL AND BACKFLOW PREVENTION. BACKFLOW PREVENTION ASSEMBLIES
ARE REQUIRED TO BE INSTALLED ON THE FOLLOWING WATER SERVICE LINES:

1.

® oA WwN

7.1.

8.

8.1.

8.2.

8.3.

FAX:

EMAIL:
8.1.

8.2.

8.3.

8.4.

COMMERCIAL DOMESTIC SERVICE LINES
MULTIFAMILY DOMESTIC SERVICE LINES (DEPENDING ON POTENTIAL HAZARD)
FIRE SERVICE LINES
IRRIGATION SERVICE LINES
13D/P2904 FIRE SUPRESSION LINES
SINGLE FAMILY RESIDENTIAL DOMESTIC SERVICE LINES WITH AN AUXILIARY WATER SOURCE (DUAL
WATER SERVICE AGREEMENT REQUIRED)
RECYCLED WATER SERVICE LINES, IF SYSTEM DESIGN INCLUDES CHEMICAL INJECTION OR PUMPS.
BACKFLOW PREVENTION ASSEMBLIES INSTALLED ON RECYCLED WATER SERVICE LINES SHALL BE
IDENTIFIED AS "RECYCLED WATER".
IT IS AT THE SOLE DISCRETION OF DENVER WATER'S CROSS-CONNECTION CONTROL SECTION TO
APPROVE OR DENY A VARIANCE REQUEST RELATED TO A PROPOSED BACKFLOW PREVENTION ASSEMBLY
INSTALLATION.
BACKFLOW PREVENTION ASSEMBLIES SHALL BE A MODEL MANUFACTURED IN ACCORDANCE WITH
AWWA C510 AND C511 AND SHALL HAVE MET THE SPECIFICATIONS BY THE UNIVERSITY OF SOUTHERN
CALIFORNIA FOUNDATION FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH.
THE LICENSEE IS REQUIRED TO HAVE A CERTIFIED AMERICAN BACKFLOW PREVENTION ASSOCIATION
(ABPA) OR AMERICAN SOCIETY OF SANITARY ENGINEERING (ASSE) TESTER INSPECT AND TEST THE
EXISTING AND/OR NEWLY INSTALLED CONTAINMENT BACKFLOW PREVENTION ASSEMBLIES ON
DEDICATED DOMESTIC, IRRIGATION, FIRE AND RECYCLE WATER SERVICE LINES UPON INSTALLATION
AND ANNUALLY THEREAFTER.
WITHIN 48 HOURS OF DENVER WATER SETTING THE METER AND TURNING ON THE WATER SERVICE,
THE ABPA OR ASSE TESTER IS REQUIRED TO SUBMIT THE CONTAINMENT BACKFLOW ASSEMBLY TEST
REPORT(S) TO THE CROSS-CONNECTION CONTROL OFFICE:

303-794-8325

CROSSCONNECTIONCONTROL@DENVERWATER.ORG
THERE SHALL BE NO UNPROTECTED TAKEOFFS FROM THE SERVICE LINE AHEAD OF ANY METER OR
BACKFLOW PREVENTION ASSEMBLY LOCATED AT THE POINT OF DELIVERY TO THE CUSTOMER'S
WATER SYSTEM.
NO BRANCH LINE OR TAPS ARE ALLOWED ON DEDICATED IRRIGATION WATER SERVICE LINES OR
RECYCLED WATER SERVICE LINE FOR DOMESTIC (POTABLE) USE (E.G., DRINKING FOUNTAINS, WATER
PLAY FEATURES, SWIMMING POOL, RESTROOM FACILITIES, ETC.)
DO NOT USE MANIFOLD F. DO NOT USE MANIFULD SERVICE LINES FOR IRRIGATION SERVICE LINES OR
FIRE SERVICE LINES, INCLUDING THOSE THAT MEET NFPA 13D AND THOSE THAT SERVE A COMMON
AREA.
ALL INSTALLED BACKFLOW PREVENTION ASSEMBLIES MUST MATCH THE INCOMING PIPE SIZE, NO
UPSIZING OR DOWNSIZING OF THE ASSEMBLY IS ALLOWED.

DEN REQUIREMENTS:

1.

DEN AIRSIDE AND LANDSIDE CONSTRUCTION INSPECTION
A. MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION

B.

DEN CATHODIC PROTECTION INSPECTION
A. MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION

B.

CONTRACTORS SHALL MAINTAIN A COPY OF THE CURRENT ENGINEERING STANDARDS AND CAPITAL
PROJECT CONSTRUCTION STANDARDS, WHEN APPLICABLE, ON SITE AT ALL TIMES DURING
CONSTRUCTION.

WAX TAPE, BARE METALLIC HARDWARE, FITTINGS, AND APPURTENANCES SHALL BE IN ACCORDANCE WITH
DENVER WATER CAPITAL PROJECTS CONSTRUCTION STANDARDS, 4TH EDITION SECTION 09 97 13.04.

AN AMI ENDPOINT IS REQUIRED TO BE PURCHASED BY THE CONTRACTOR AT THE TIME OF METER
INSTALLATION.

CONTACT THE FOLLOWING DENVER WATER PERSONNEL PRIOR TO CONSTRUCTION FOR PROJECT

COORDINATION AND INSPECTION SERVICES AT DEN: .
Approved for Construction

Approval Valid for 1-year

Date:

10/06/2025 Plare: 22838
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SERVICE LINES

Know what'sbelow.
Call before you dig.

STANDARD DRAWING INDEX

CPCS
CPCS

CPCS
CPCS
CPCS
CPCS
CPCS
CPCS
CPCS
CPCS

CPCS

DETAIL #03001 —

DETAIL #03005 —

DETAIL #3020 —
DETAIL #13025 —
DETAIL #3040 —
DETAIL #13080 —
DETAIL #31002 —
DETAIL #33144 —
DETAIL #33206 —
DETAIL #33216 —

DETAIL #33225 —

IF THE CONDITION OF THE PIPE DOES

INSTALL V—BIO POLYETHYLENE

STANDARD DETAILS INCORPORATED BY REFERENCE WITHIN THESE DRAWINGS SHALL CONSIST OF
THE FOLLOWING STANDARD DETAILS INDICATED AND ALL SUBSEQUENT DETAILS WHICH MAY BE

REFERENCED THEREIN.

CONCRETE KICKBLOCKS BEARING SURFACES & INSTALLATION
CONCRETE KICKBLOCK REQUIREMENTS FOR WATER MAIN &

TAP SIZE COMBOS

POLYETHYLENE WRAP ON PIPE & AT TAP INSTALLATION

ANODE INSTALLATION
EXOTHERMIC WELD PROTECTION
METALLIC PIPE JOINT BONDING
TYPICAL TRENCH SECTION
LENGTH OF RESTRAINED PIPE

)

A

’_ ”

1. AN ON—SITE PRECONSTRUCTION MEETING WITH DENVER WATER IS REQUIRED FOR TAPS AND
1—INCH AND LARGER AND PROJECTS INVOLVING MORE THAN ONE TAP AND
SERVICE. PRECONSTRUCTION MEETINGS AND METER INSPECTIONS MAY BE SCHEDULED BY

CALLING DENVER WATER AT 3035—628—-6145.
2. CONNECT PROPOSED 6" D.I.P. FIRE SERVICE LINE TO EXISTING. CONTRACTOR SHALL POTHOLE
TO LOCATE LINE AND NOTIFY ENGINEER OF EXACT LOCATION.
3. DI PIPE AND NITRILE GASKETS SHALL BE USED.
4. THE MAIN TO BE TAPPED IS OVER 70 YEARS OLD.
NOT ALLOW FOR A SECURE TAP, A TEE WILL NEED TO BE INSTALLED. THIS DECISION WILL
BE MADE IN THE FIELD BY THE DENVER WATER INSPECTOR. SHOULD THE NEED FOR A TEE
ARISE, THE CONTRACTOR IS TO BE AWARE OF THE FOLLOWING: THE PIPE IS CAST IRON WITH
"LEAD JOINTS” AND ANY DISTURBANCE OF A LEAD JOINT WILL CAUSE THE PACKING OF
LEAD TO LOOSEN WHICH MAY CAUSE LEAKAGE. THE CONTRACTOR SHOULD EXERCISE
CAUTION WHEN CUTTING OLD PIPE, IT IS ADVISABLE TO "BLOCK” THE PIPE FOR SUPPORT
PRIOR TO CUTTING, WHICH WILL REDUCE THE MOVEMENT OF THE PIPE PROTRUDING OUT OF
THE LEAD JOINT NEARBY. THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ANY LEAK AT
OR NEAR THE EXCAVATION.
S. EXOTHERMIC WELD A 48—POUND HIGH POTENTIAL MAGNESIUM ANODE TO DI PIPE, INCLUDING
HYDRANT BRANCH, DOMESTIC, AND FIRE LINES AS SHOWN IN THE DRAWING. INSTALL ANODES
IN ACCORDANCE WITH CPCS SPECIFICATION 13 47 15 — GALVANIC CATHODIC PROTECTION
AND CPCS DETAIL 13025 — ANODE INSTALLATION. BOND NEW JOINTS IN ACCORDANCE WITH
CPCS DETAIL 13080 — METALLIC PIPE JOINT BONDING, DO NOT BOND TO EXISTING METALLIC
PIPE OR ACROSS INSULATING FLANGES OR COUPLINGS.
ENCASEMENT ON DUCTILE IRON PIPE.

PLAN, PROFILE, & LOCATION FOR FIRE HYDRANTS, MAINS & VALVES

OPEN CUT CROSSING OVER OR UNDER CONDUIT OR CONFLICTING

UTILITY

TRACER WIRE INSTALLATION FOR PVC WATER MAIN
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REMOVE EX. FIRE HYDRANT #6676
REMOVE 16 LF EX. 6” DIP FIRE HYDRANT LINE
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HYDRANT #6676
N:367276.14
E:564279.66

48 LB MAGNESIUM ANODE

PROPOSED 13 LF 6" DIP
FIRE HYDRANT LINE
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Know what'sbelow.
Call before you dig.

NOTES

1. AN ON—SITE PRECONSTRUCTION MEETING WITH DENVER WATER IS REQUIRED FOR TAPS AND

SERVICE LINES

1—INCH AND LARGER AND PROJECTS INVOLVING MORE THAN ONE TAP AND
SERVICE. PRECONSTRUCTION MEETINGS AND METER INSPECTIONS MAY BE SCHEDULED BY

CALLING DENVER WATER AT 303—-628—-6145.
2. CONNECT PROPOSED 6" D.I.P. FIRE SERVICE LINE TO EXISTING. CONTRACTOR SHALL POTHOLE

TO LOCATE LINE AND NOTIFY ENGINEER OF EXACT LOCATION.
5. DI PIPE AND NITRILE GASKETS SHALL BE USED.

4. THE MAIN TO BE TAPPED IS OVER 70 YEARS OLD.
NOT ALLOW FOR A SECURE TAP, A TEE WILL NEED TO BE INSTALLED. THIS DECISION WILL

IF THE CONDITION OF THE PIPE DOES

BE MADE IN THE FIELD BY THE DENVER WATER INSPECTOR. SHOULD THE NEED FOR A TEE
ARISE, THE CONTRACTOR IS TO BE AWARE OF THE FOLLOWING: THE PIPE IS CAST IRON WITH

"LEAD JOINTS” AND ANY DISTURBANCE OF A LEAD JOINT WILL CAUSE THE PACKING OF

LEAD TO LOOSEN WHICH MAY CAUSE LEAKAGE. THE CONTRACTOR SHOULD EXERCISE

CAUTION WHEN CUTTING OLD PIPE, IT IS ADVISABLE TO "BLOCK” THE PIPE FOR SUPPORT

PRIOR TO CUTTING, WHICH WILL REDUCE THE MOVEMENT OF THE PIPE PROTRUDING OUT OF
THE LEAD JOINT NEARBY. THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ANY LEAK AT
OR NEAR THE EXCAVATION.
S. EXOTHERMIC WELD A 48—POUND HIGH POTENTIAL MAGNESIUM ANODE TO DI PIPE, INCLUDING
HYDRANT BRANCH, DOMESTIC, AND FIRE LINES AS SHOWN IN THE DRAWING. INSTALL ANODES

IN ACCORDANCE WITH CPCS SPECIFICATION 13 47 15 — GALVANIC CATHODIC PROTECTION

AND CPCS DETAIL 13025 — ANODE INSTALLATION. BOND NEW JOINTS IN ACCORDANCE WITH
CPCS DETAIL 13080 — METALLIC PIPE JOINT BONDING, DO NOT BOND TO EXISTING METALLIC
PIPE OR ACROSS INSULATING FLANGES OR COUPLINGS.
ENCASEMENT ON DUCTILE IRON PIPE.

STANDARD DRAWING INDEX

INSTALL V—BIO POLYETHYLENE

STANDARD DETAILS INCORPORATED BY REFERENCE WITHIN THESE DRAWINGS SHALL CONSIST OF

THE FOLLOWING STANDARD DETAILS INDICATED AND ALL SUBSEQUENT DETAILS WHICH MAY BE

REFERENCED THEREIN.

CPCS
CPCS

CPCS
CPCS
CPCS
CPCS
CPCS
CPCS
CPCS
CPCS

CPCS

DETAIL
DETAIL

DETAIL
DETAIL
DETAIL
DETAIL
DETAIL
DETAIL
DETAIL
DETAIL

DETAIL

403001 —

#03005 —

#3020 —

13025 —
#3040 —
#3080 —
431002 —
433144 —
433206 —
433216 —

433225 —
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CITY AND COUNTY OF DENVER

DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE

STATEMENT OF QUANTITIES

ITEM NO. ITEM DESCRIPTION QTY UNIT
201-00000 CLEARING AND GRUBBING 1 LS
202-00010 REMOVAL OF TREE 2 EACH
202-00031 REMOVAL OF FIRE HYDRANT 1 EACH
202-00200 REMOVAL OF SIDEWALK 3126 SY
202-00203 REMOVAL OF CURB AND GUTTER 39 LF
202-00206 REMOVAL OF CONCRETE CURB RAMP 41 SY
202-00220 REMOVAL OF ASPHALT MAT 5551 SY
202-00250 REMOVAL OF PAVEMENT MARKING 535 SF
202-00821 REMOVAL OF SIGN PANEL 1 EACH
202-00828 REMOVAL OF TRAFFIC SIGNAL EQUIPMENT 1 LS
202-04005 CLEAN VALVE BOX 1 EACH
202-04010 CLEAN INLET 1 EACH
203-00050 UNSUITABLE MATERIAL 5 Cy
203-01597 POTHOLING 12 HOUR
208-00035 AGGREGATE BAG 6 LF
208-00046 PRE-FABRICATED CONCRETE WASHOUT STRUCTURE (TYPE 1) 1 EACH
208-00054 STORM DRAIN INLET PROTECTION (TYPE I1) 1 EACH
208-00106 SWEEPING (SEDIMENT REMOVAL) 24 HOUR
208-00207 EROSION CONTROL MANAGEMENT 10 DAY
210-00815 RESET SIGN PANEL 4 EACH
210-04050 ADJUST VALVE BOX 1 EACH
212-00040 SOIL PREPARATION (LAWN) 0.01 ACRE
214-00225 DECIDUOUS TREE (2.5 INCH CALIPER) 2 EACH
217-00020 HERBICIDE TREATMENT 4 HR
240-00000 WILDLIFE BIOLOGIST 8 HR
304-06007 AGGREGATE BASE COURSE (CLASS 6) 7 Cy
403-00721 HOT MIX ASPHALT (PATCHING) (ASPHALT) 5551 SY
503-00024 DRILLED SHAFT (24 INCH) 4 LF
503-00036 DRILLED SHAFT (36 INCH) 26 LF
608-00006 CONCRETE SIDEWALK (6 INCH) 3429 SY
608-00010 CONCRETE CURB RAMP 46 SY
609-21020 CURB AND GUTTER TYPE 2 (SECTION II-B) 3828 LF
610-00024 MEDIAN COVER MATERIAL (4 INCH PATTERNED CONCRETE) 55 SF
613-00200 2-INCH ELECTRICAL CONDUIT 25 LF
613-00206 2-INCH ELECTRICAL CONDUIT (BORED) 100 LF
613-00300 3-INCH ELECTRICAL CONDUIT 120 LF
613-00306 3-INCH ELECTRICAL CONDUIT (BORED) 200 LF
613-07023 PULL BOX (24"x36"x24") 2 EACH

Contract No. 202685002
HAWK Federal & Amherst SQ

June 30, 2026




CITY AND COUNTY OF DENVER

DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE

613-10000 WIRING LS
613-13006 | LUMINAIRE (LED)(6,000 LUMENS) EACH
613-50109 | METER POWER PEDESTAL EACH
614-00011 | SIGN PANEL (CLASS I) 50 SF
614-00216 | STEEL SIGN POST (2 x 2 INCH TUBING) 78.5 LF
614-70150 | PEDESTRIAN SIGNAL FACE (16)(COUNTDOWN) 2 EACH
614-70336 | TRAFFIC SIGNAL FACE (12-12-12) 5 EACH
614-72863 | PEDESTRIAN PUSH BUTTON POST ASSEMBLY 2 EACH
614-72864 | FIRE PREEMPTION UNIT 2 EACH
614-81135 | TRAFFIC SIGNAL POLE STEEL (1-35 FOOT MAST ARM) 1 EACH
614-81145 | TRAFFIC SIGNAL POLE STEEL (1-45 FOOT MAST ARM) 1 EACH
614-86105 | TELEMETRY (FIELD) 1 EACH
614-86240 | TRAFFIC SIGNAL CONTROLLER (TYPE 170) 1 EACH
614-86800 | UNINTERUPTED POWER SUPPLY 1 EACH
614-87320 | CLOSED CIRCUIT TELEVISION 1 EACH
614-87692 | ETHERNET SWITCH TYPE Il 1 EACH
619-78048 | 6 INCH FIRE HYDRANT 1 EA
625-00000 | CONSTRUCTION SURVEYING 1 LS
626-00000 | MOBILIZATION 1 LS
626-01103 | PUBLIC INFORMATION SERVICES 1 LS
627-00008 | MODIFIED EPOXY PAVEMENT MARKING 2 GAL
PREFORMED THERMOPLASTIC PAVEMENT MARKING (WORD-
627-30405 | SYMBOL) 16 SF
PREFORMED THERMOPLASTIC PAVEMENT MARKING (XWALK-
627-30410 | STOPLINE) 518 SE
629-01065 | SURVEY MONUMENT (TYPE 5S) 2 EACH
630-00000 | FLAGGING 32 | HOUR
630-00003 | UNIFORMED TRAFFIC CONTROL 6 | HOUR
630-00007 | TRAFFIC CONTROL INSPECTION 12 DAY
630-00012 | TRAFFIC CONTROL MANAGEMENT 60 DAY
630-80001 | FLASHING BEACON (PORTABLE) EACH
630-80335 | BARRICADE (TYPE 3 M-A) (TEMPORARY) EACH
630-80341 | CONSTRUCTION TRAFFIC SIGN (PANEL SIZE A) 24 | EACH
630-80342 | CONSTRUCTION TRAFFIC SIGN (PANEL SIZE B) EACH
630-80355 | PORTABLE MESSAGE SIGN PANEL EACH
ADVANCE WARNING FLASHING AND SEQUENCING ARROW
630-80356 | PANEL (C TYPE) 2 EACH
630-80360 | DRUM CHANNELIZING DEVICE 10 | EACH
630-80363 | DRUM CHANNELIZING DEVICE (WITH LIGHT)(FLASHING) 50 | EACH
630-80380 | TRAFFIC CONE 100 | EACH
700-70010 | F/A 01 MINOR CONTRACT REVISIONS 1 FA
700-70082 | F/A 02 FURNISH AND INSTALL ELECTRICAL SERVICES 1 FA

Contract No. 202685002
HAWK Federal & Amherst SQ

June 30, 2026




CITY AND COUNTY OF DENVER

DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE

700-70310 F/A 03 LANDSCAPING FA
700-70380 F/A 04 EROSION CONTROL FA
700-70589 F/A 05 ENVIRONMENTAL HEALTH AND SAFETY MANAGEMENT FA

Contract No. 202685002
HAWK Federal & Amherst SQ

June 30, 2026
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201-00000 |CLEARING AND GRUBBING LS 1 1
202-00010 |REMOVAL OF TREE EACH 2 2

~_ 202-00031 |REMOVAL OF FIRE HYDRANT EACH 1 1

77 202-00200 |REMOVAL OF SIDEWALK % 26- 31 26-31
202-00203 |REMOVAL OF CURB AND GUTTER LF 39 39
202-00206 |REMOVAL OF CONCRETE CURB RAMP sy 41 41
202-00220 |REMOVAL OF ASPHALT MAT sy 54-55 5455
202-00250 |REMOVAL OF PAVEMENT MARKING SF 535 535
202-00821 |REMOVAL OF SIGN PANEL EACH 1 1
202-00828 |REMOVAL OF TRAFFIC SIGNAL EQUIPMENT LS 1 1
202-04005 |CLEAN VALVE BOX EACH 1 1
202-04010 |CLEAN INLET EACH 1 1
203-00050 |UNSUITABLE MATERIAL cY 5 5
203-01597 |POTHOLING HOUR 12 12
208-00035 |AGGREGATE BAG LF 6 6
208-00046 |PRE-FABRICATED CONCRETE WASHOUT STRUCTURE (TYPE 1) EACH 1 1
208-00054 |STORM DRAIN INLET PROTECTION (TYPE II) EACH 1 1
208-00106 |SWEEPING (SEDIMENT REMOVAL) HOUR 24 24
208-00207 |EROSION CONTROL MANAGEMENT DAY 10 10
210-00815 |RESET SIGN PANEL EACH 4 4
210-04050 |ADJUST VALVE BOX EACH 1 1
212-00040 |SOIL PREPARATION (LAWN) ACRE 0.01 0.01
214-00225 |DECIDUOUS TREE (2.5 INCH CALIPER) EACH 2 2
217-00020 |HERBICIDE TREATMENT HR 4 4
240-00000 |WILDLIFE BIOLOGIST HR 8 8
304-06007 |AGGREGATE BASE COURSE (CLASS 6) cYy 7 7
403-00721 |HOT MIX ASPHALT (PATCHING) (ASPHALT) 3% 5455 5t 55
503-00024 |DRILLED SHAFT (24 INCH) LF 4 4

- 503-00036 |DRILLED SHAFT (36 INCH) LF 26 26

“1 608-00006 |CONCRETE SIDEWALK (6 INCH) 3% 29-34 29-34
608-00010 |CONCRETE CURB RAMP sy 46 46
609-21020 |CURB AND GUTTER TYPE 2 (SECTION II-B) LF -26- 33 28-38
610-00024 |MEDIAN COVER MATERIAL (4 INCH PATTERNED CONCRETE) SF 55 55
613-00200 |2-INCH ELECTRICAL CONDUIT LF 25 25
613-00206 |2-INCH ELECTRICAL CONDUIT (BORED) LF 100 100
613-00300 |3-INCH ELECTRICAL CONDUIT LF 120 120
613-00306 |3-INCH ELECTRICAL CONDUIT (BORED) LF 200 200
613-07023 |PULL BOX (24"x36"x24") EACH 2 2
613-10000 |WIRING LS 1 1
613-13006 |LUMINAIRE (LED)(6,000 LUMENS) EACH 2 2
613-50109 |METER POWER PEDESTAL EACH 1 1
614-00011 |SIGN PANEL (CLASS 1) SF 50 50
614-00216 |STEEL SIGN POST (2 x 2 INCH TUBING) LF 78.5 78.5
614-70150 |PEDESTRIAN SIGNAL FACE (16)(COUNTDOWN) EACH 2 2
614-70336 |TRAFFIC SIGNAL FACE (12-12-12) EACH 5 5
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614-72863 |(PEDESTRIAN PUSH BUTTON POST ASSEMBLY EACH 2 2
614-72864 |FIRE PREEMPTION UNIT EACH 2 2
614-81135 |TRAFFIC SIGNAL POLE STEEL (1-35 FOOT MAST ARM) EACH 1 1
614-81145 |TRAFFIC SIGNAL POLE STEEL (1-45 FOOT MAST ARM) EACH 1 1
614-86105 |TELEMETRY (FIELD) EACH 1 1
614-86240 |TRAFFIC SIGNAL CONTROLLER (TYPE 170) EACH 1 1
614-86800 |UNINTERUPTED POWER SUPPLY EACH 1 1
614-87320 |CLOSED CIRCUIT TELEVISION EACH 1 1
619-06060 6 INCH DUCTILE IRON PIPE LF 13 4 614-87692 |[ETHERNET SWITCH TYPE Il EACH 1 1
619-75048 6 INCH GATE VALVE EA 1 4" 619-78048 |6 INCH FIRE HYDRANT EACH 1 1
625-00000 [CONSTRUCTION SURVEYING LS 1 1
626-00000 (MOBILIZATION LS 1 1
626-01103 (PUBLIC INFORMATION SERVICES LS 1 1
627-00008 [(MODIFIED EPOXY PAVEMENT MARKING GAL 2 2
627-30405 |PREFORMED THERMOPLASTIC PAVEMENT MARKING (WORD-SYMBOL) SF 16 16
627-30410 |PREFORMED THERMOPLASTIC PAVEMENT MARKING (XWALK-STOPLINE) SF 518 518
629-01065 |SURVEY MONUMENT (TYPE 5S) EACH 2 2
630-00000 (FLAGGING HOUR 32 32
630-00003 [(UNIFORMED TRAFFIC CONTROL HOUR 6 6
630-00007 [TRAFFIC CONTROL INSPECTION DAY 12 12
630-00012 |TRAFFIC CONTROL MANAGEMENT DAY 60 60
630-80001 |FLASHING BEACON (PORTABLE) EACH 6 6
630-80335 |BARRICADE (TYPE 3 M-A) (TEMPORARY) EACH 9 9
630-80341 |CONSTRUCTION TRAFFIC SIGN (PANEL SIZE A) EACH 24 24
630-80342 |CONSTRUCTION TRAFFIC SIGN (PANEL SIZE B) EACH 6 6
630-80355 ([PORTABLE MESSAGE SIGN PANEL EACH 2 2
630-80356 |ADVANCE WARNING FLASHING AND SEQUENCING ARROW PANEL (C TYPE) EACH 2 2
630-80360 (DRUM CHANNELIZING DEVICE EACH 10 10
630-80363 |DRUM CHANNELIZING DEVICE (WITH LIGHT)(FLASHING) EACH 50 50
630-80380 [TRAFFIC CONE EACH 100 100
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700-70010 |F/A 01 MINOR CONTRACT REVISIONS FA 1
700-70082 |F/A 02 FURNISH AND INSTALL ELECTRICAL SERIVCES FA 1
700-70310 |F/A 03 LANDSCAPING FA 1
700-70380 |F/A 04 EROSION CONTROL FA 1
700-70589 |F/A 05 ENVIRONMENTAL HEALTH AND SAFETY MANAGEMENT FA 1
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General Contractors and Subcontractors — Construction within Denver

The City and County of Denver imposes a 5.15% consumer’s use tax on all construction materials, supplies, tools,
and equipment used by a construction contractor on a Denver job. Credit against the Denver use tax liability is
allowed for a legally imposed sales tax previously paid to the extent the rate does not exceed the combined rate in
Denver of 9.15%

Tools and equipment are subject to the 5.15% use tax on the cost or fair market value at the occasion of first use in
Denver. Exceptions are:

1. Automotive vehicles required by law to be registered outside Denver are exempt.

2. If equipment will be used or stored in Denver for 30 consecutive days or less, a declaration completed
prior to the equipment being brought into Denver may result in a smaller tax liability.

In addition to the above, it is important to note the following:

1. Denver does not provide an exemption from sales or use tax for construction or building materials used
on any construction project located in Denver, including government, religious, or charitable.

2. Denver does not collect use tax at the time a building permit is issued. Tax is paid to suppliers at the
time of purchase, or directly to the City of Denver on the consumer’s use tax return.

3. Denver does not provide an exemption from sales or use tax for energy (natural gas, electricity, etc.)
used in building construction.

4. Denver sales or use tax applies to diesel fuel for off-highway use, including that used for the operation
of construction equipment.

5. Contractors that manufacture materials or other items of tangible personal property that are to be
incorporated into a structure are liable for use tax on the manufactured cost of these items, which in
addition to materials, includes labor and services used in the manufacturing process.

6. The City of Denver has an occupational privilege tax (OPT), which is due for employees earning at
least $500 in a calendar month while working in Denver. A total of $9.75 per month per eligible
employee must be remitted: an Employee OPT of $5.75 withheld from the employee and a Business
OPT of $4.00 paid by the business for each taxable employee, owner, partner or manager. If your
business is a corporation, any officers and owners/shareholders that perform services for the corporation
are considered employees, and the full $9.75 would be due when the $500 earnings-in-Denver threshold
is met. No fee is required for occupational privilege tax registration.

7. In addition to occupational tax registration, “construction contractors” may be issued a consumer’s use
tax account; “contractor-retailers” are issued either a sales tax license, if the business is located in
Denver, or a retailer’s use tax license for business locations outside the city. No fee is required for
consumer’s use tax registration; however a license fee is required for both sales and retailer’s use tax
licensure.

For additional information on Denver taxes, go to www.denvergov.org/treasury, and click on the Tax Guide link.
Questions may be addressed with our Audit Unit at 720-913-9955 or by email at constructiontaxinfo@denvergov.org.
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