


























































































































































































































































































































T
the wood work is protccted wi th oo me‘L'a.l covc‘rlnb, in whicl., case thow

may be placed within one inch.
ﬁEGISTFE% WITHIN PWRTEY RRT OF TVACH.

Sealtion 352, All repqicstors within 20 Toet of tlag *..‘urnace
shall ha,ve incombhudtihle borders not leas than two inéghes wzde
when such r_eg;ister hoxes are =mel in or near wood worl,

CHUTHES, DUCT3 AND COHVEYORS.

Section 353. All chutes, ducts, conveyors or other
openingg from one part of n building to another part, used fTor any
purpoSé",' $hall be constructed of Mriclh, 'tilc, rretal or other incon-

ustiblia materialig and shall bave sclf-closing doors al cvery onen-

1m?; o prevent rlbu.fu alongs the game,

STORAGT OF TUTRIS, LOOSE EXCALSIOR, PAPTR,

_ 'Sec'l'ion 384, In the Inner Fire District, tlwere ghall be
no r'ua'hlsh, excelslor paper, shavings or other in{lammsable nl:a.tar-
“indn ‘1cf't in any port of any building, or in any yard in eonnection
with_aame,-but same zhall be stored within a T&re proof room in
said;‘b.ui_l_L.din'g or in, firaproof hoxes placed in the yard with 1003-:
on oovér_';. wooden boxes in the "l.fidd.le" and "Outer® Tire distriets
rray be use’ €ar the storage of cald inflammable materials, all to be
approved by the huilding inspeclor and ihie Fire and Pollice Board
All_in:]?‘fl__am_abla __mn_f.fariln_';n ol fFre hefTore mentioned characier chall

at the close of each day be placed in said fireproof room or boxes,

TIT R XVII,
GASOLINE 0T OTITTR THFLAMMADLES.
OF BIMITAR MNATUTER.
CPEIRETT 0 STORE GASCLINER,
o Sec‘tlon asn, By cr-*;r dealer or consuunr Tnepin:;: mere then
’L,]rree ga,llons of gagoline on his premiges at one time, olizll so
2.8 ‘{;0_ ccmply with this ordinance secure o special permit so ‘l;o do
frohi‘:"ifﬁp‘;}i‘ire and Poelico Board, ant n3 o basls of such a pm mit

VAR

'.mua‘b cornply with the follewing rules and regulations

GASOLTNE STORAGE - YTHHER TIN DISTRICT."
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Section BB6. Tithin the "Trmer Tire Nisiriet® 211 raco-
1line Jept in quantities ovar thrac sallong arrli be stored in metal
fanks ond buricd at iepat three T-~0 pnder zround,

| The quantity stored upon any one lot under ground, shall
bériiﬁi%ed’tb 710 pallons Tor Automoblle, Garages and 60 gallons

*For ordinary retail aiorog.

GASOLINE STORAGR - MIDILE, OUIFR AND URBAN FIRF DISTRICTS,

. Seetion 357. Wilhin ithe Middle, oubzsr and urben firc
distriets, all 2asoline ghall he stored in fire-prool atructures
‘
outside of any buniliimi: » naLn} any person vorks or sglecps, anel
in no_case within a building over one story in height; or tanis

can be bufiQd as provided Tor in the Imer Fire Districts,

QUATTTITY OF GAGOMTTF STORED EBOVP GROUND

asection 308 No qumntlty of ?aqoline rc@tcr Lhan 30

a.l; be'qtorcd ahove thp vround in nny of the Flre Diutribté

SPECTIAL FFRMIT FOR STORAGE OF FESOMINE

Sbctlon 359, A special permit Trom the Fire snd Police

: Baard wi11 only he 1sgued up:ﬂ the praosentotion hy the applicant

uion gisned by the Chief of the Fire

»

Such ecerviticabe ohall ginte iwnl unfe provislion hns been
madse Tor the storpge and safe eeping of posolinc in comblieance with:

“the regulstiors herein provided, )

- TOCH rr‘IOIT OF GASOLINE: STORAGE TAFKS.

Secoion 8360, o gngpolim: storm*e tznk gl 1l be located

o ;ﬂ’ W'ﬂ ks y ‘-r'.. .
N under 1ny pub ic Qtrﬂ t, sidewalls or any al.ev without a gorsrirence

in WTltlnb of tke Bnmrd of Publio Tbrks, Flru and Pollce Board wnd

e 4 -
-o s TR v S

Buzluing Inspector.

.
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RO FLAME, T‘IG--HT MIAR GASO.T..IN"F TAWKS.

Section 30L. Lo open Ilume lights or any ind ghall be
uzed in-or_ncar any srsoline vault while the tank ig being filled
or gasoline being drawn Trom it. An incandascent clectrie. 1isnt -
hnwéver.may‘be used, ' |

' TIZ DOORS TOR CASOLINE VAULTS OR ROCMS.

SPP+1on 62, ALl waults or riooms, uzed for the storase
of”gﬁébiihé'or-hny other inflarmable or combustible olls, ficl may
have thelr ocntrances from thelbasemont or collar $hall be provided
with stand_aljcl' seli-croniny automatic fire doors,

_ APP’ICA$TON AFD DIAGRAM OF LOCATICN O3 GASOLIRE.
e  WNGINES AWD TANKS.

o gire e s o m . . . - . . . : .-
st o53ection 363, 0 Application o introdiuce Fasoline enzines
; . .

i

into Piildings in any of tha tire districts shall bo made to the

Tire® e.'nfi Pol:.ce “Bonrd, Alse the dimoncliens of el g-,-:n.scli.nc tanl

,. showing

%ffoﬁ all a&jdinihﬁ bﬁiidingﬁ-and Lot lines, ﬁhc’prition
ke SF the cub—oft valve and all othor impoesiant parte. |
Tﬂig éiégrﬁm Quau; e presented Wy the applicant to the Tire and
Puliée BDalcl, ‘and _k’ept.-'bj,r them as a pormanent record Foo tho use
of'thsﬁ%i§é ﬁepartment.

”“Upon the rpcelpt o7 =mueh applieation ané Lie Tiling of
suchﬁﬁiaé¥dmb, the Tiro and Police Board will male or cauac to he
P a4y

made,;"'n.n-- Bt ])(‘P41Dn wit the proposed locatlion ond i ‘o conditions

. _4'.-"'-" . ) . -
are favorable fTer the Ingtnlling of nucl ; ~seline ourines or stor—

e Sanlog the apwlicent wilil ke oo metiviosd,

GT*'!RWII‘ICJ\“"I‘ T ETROVAL.

s

SEE!LJUII ‘15*1 Wieen e anglnes e Neen placed: v fthe ‘-

'1?1::1";1'19(3 in anccordance w1t'h t}ath rules, of the Fire

l'

mt h'r'ngrn & aq'ﬂfn

»p.'«-“- e

snd Police 3oard ana a certilicate to that effect silmed by ihe Chied

of t}m_-_‘.li'_ira,.pgpartment or ona of the fire wardens, countersigned

byﬁtl}mBuilding _In'spaotor__, is presented to the Fire and Police
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- VICLATION OF FERMITSH,
“’Secticn 365, Should sny paraon viclate any of the regu-
'I%hg sale ka&ping of yaseliﬁa after the instailing af

'ﬂuch,anginua ar storage ianka the Fi;a an& Fuliﬁﬁ 30&xd ¥eserves

T Ve r{ght,to nanna} ar facall the perait or u&rtifie&te Of appra?al

at any time, and feks such other action ng public safoty mey rogulre,

T yTHODS OF STORAGE OF GASOLINE,

\fséc%ian 363. ‘Within the "Inner Fire District", =all gaso-
}iiﬁgﬁsgggééﬁ tanks shell be buriod under ths ground not lasa than
Uhrse Fout in depth, nnd be outside of any buiiding, ALL tenks %o
ha ugsd within the Inner fire district, are to be mede of heavy
g&&v&niz&d' taal double ‘ivateﬁ and 3¢l&&rmd ot auriioiant thiek-

'-g-féiﬁd;mtéf-*ight gbandard oil barrsl, brick or masonry plits,

But iﬁ no. instance shall s tank be used that will not withstand

n hyﬂrau&ia praaaura pf BO 1bs. per sguare Inch, Yo, 20 galvanized

dhaat stcai will bs considersd heavy enough when placed inside of
guch & pi%g-

IR O GASOLINEG TANKS; ATR AND GASCLINE TIGHT.

"%&éectiﬁﬁ 387.  All undersround phorage tanks are to be

: ;pmwa gbanlu‘haly air and gasoline tight, and affer such proof,

they ahal& bs coated on the outside with 8 naaxy zoat of ftar put on

hbﬁ, All aaﬂ%ingq and jointa te Bs en top, abﬁve the L1ilguid,

ik % ":'.,w

St ZOCAYION OF SASULINE TANKS,

2 Qaatzan“aea. Ami tankn for the a%c“aga of zanoline for

é:mara than 210 ga;long and be locatsd undergraﬁﬁd at

& aafe &istapae from any‘building within which sany peraon‘yarhs or
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iivwa; Nat” ﬁear&r than eix Teet 1 such bullding ls oF brick, and
sixtaen feot if of frame eonabruction.

Txoept 't}w tanks may be lecated nesror than slx feet éo
the gsrage bullding in which it is to bo used, if thers are no
sccupants aﬁﬁe the ground floor of this zame bullding, Sixty
gallon fenks maye be placed nearasar than six fest e another building
if the Inapaators congilder 1t safe,
| B »op of such tank ghall be below tus Lavel of the base
of ihy angiﬁe ox pump, and nol leoss than throg oot under ground
end e golldlu enclosed with eatth,

TAVKS TO BE AMOVIED == WHEN ==
: Beotlon 569, Tn sase = gasoline tank %enplacadﬁne&rﬁr
than six T66t to sny adjoining ot and a new building is constiucted
on &asd B%10ining lot after the vlacing of the tank, so that its
wsllg will be nearer than six fest to the tank, the ownor of ths
taﬁk?ﬁﬁ?;if?ﬁﬁb?& the same mnd mske it to comply in respect to

&isﬁa&aa; st hisg own expanss,

_ JASOLINGE HMPS,

Section 370, Gasoline shall be drawn Trom the buried
tanks by approved pumps provided with cut-ofl valves, over-Ilow,
and by-bass, oo srranged that sll gssoling ghall drain bacek fo
the storage tank so as to leave the building entirely free from
gasoline when the puwp or engine is not in operation. ALl cutw=off
valres for this purposs ahwlil be outside of the &uiléiﬁg,

GASOLTINE ¥TI5, PIPAS AWD PUMF TIPES AWD CAPS,

Section 37i. A7 the znscline 1s Lo be dravm from ine
Buried tank, from smms point cutgide of ihe building, thers shall
Ho gro?idéé“a £411 pipe and vented cap, a £ill pipe sleave and
cap; B pump pipe wnd capy togother with a pump of approved pattern,

and sufficient homse,

A Ot
-
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CUT-OFP PIFT TO GASOLIININ TANKS.

Section 372, All pipes leadlng from sald storage tanks
into the tuildings, shall be lald on an incline toward the tark
and be.couﬁled together at svery joint with air-tight couplings,
metal to metal, There shall be a cut-off wvalve outside of the
building ‘and marked "out-off® to Gasoline tank".

. This valve shall be cloged when the tank is being filled,

alao when the engine or pump is clesed Tor the night? The tank
must he prbvided with a vent pipe, having & screw cap; to be open

whils in'procéss off being filled,

STORAGE, MIDDILE, OUTER AND URBAN FIRE DISTRICTS.

.Section 373, Wiithin the Middle, Outer and Urban Iiree
dictriota the dealer or consumer may have the option of providing
the game kind of astorage 'i:azﬁca end squipment as requlred for the
Inmer Fire districts, or ho cen use an ordina.ry oommercia.l tank,
by inata.lling it within a magonry or :I.'ira-proor vaul't in accordaneo
with the following Rules and epecifications.

o STANDARD GASOLINE VAULT.

séaction 574._ 1+ tne gasoline is to he drawm from a
point inside of the store room,' Ly Cfaucet, the dealer shall Dproe
vide a 'i_Standard Gagsoline Vault® in which he shall encaae the

‘comnercis]l tanic,

~ DESCRIPTION CF STANDARD GASOLINE VAULT,

_ Section 375, The enclosing walls to be vitrified sewer
pips, 24" thick, 24" diamster and composed of {wo sections each
30 inches in lengbth. Oneé section %o be mounted upon the other,
eapped and well secufad in position by means of a lipped joint,
camented in place, The encaserent to have a concrete bottom, and
made gasoline and water-tight and have a heavy metal cover made

to £it enug, with device for locking it securely,

it
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TOCATION OF STANDARD GASOLINE VAULT, WITH PIPING TO SAME,
Section 3?5. This veult may be set close to the outgide
wall of the siore hulliding, and have a pipe not to exceed one inch
in diameter inside measure, Jesding from the metal tank through the
encagement »nd the wall of the building, to the end of which will
be placed a faucel sixteen inches above the floor lavels, A second
tube of the samé or & lessg size, may be placed through the walls
parallel with the faucet pipe, for the purpose of operating a cute
off valve,  The cuteoff valve sholl bs placed on the ingide of the
encasement véult, and must always be closed when not dr&wing a8 Om
1ine; Oh ihe outside ol the cncazsment wauld ghall Do paiﬁted in

large rod letfters the weord "GASOLINE.®

GFHERAYL, CONSTRUCTION.

Bection 377, XNothing in thess rules shall forbid =a
different kind of construction from that sbove desiznated, if
equally fire-proof, and poaséssedvof oqual security, and be suoh
a strusture to hs'apprnvad by the Buflding inspsctor and Fire and
Police Board and so that any member of the Fire Department oan
readily diﬁﬁinguisn it =s being a vaull for storage of gascline,
petrolewn, henzino, comphene, spirit gas, buring fluid, or spirits

of tnrpaﬂtine.

TITLER XVIIT,
ACITDS.
PIRMIT,
Section 378. The granting of pemits for the storage or
use of Nitrie, sulphuric, hydrowchloric, muriatic, nitrate of soda
or other acids or compounds made from same, by manmufacturers, printers,
engravers, newspapers or journale, or similar institutions, shall
bé under the eontrol aﬁd éﬁyarvisicﬁ of the Fire and Pulice Boaraq,

and if the application for éai& permit compliles with the following

roaulations, same may be granted when approved by the Chief of the
il



Tire Department and Building Insnector,

ROTICE ON QUTSIDE AND INSIDE OF DOORS TO
ROOMS CONTAIWING ANY ACIDS,

Section 379, All manufacturers, printers, engravers,
newspapers, 30111‘11:113,\91- gimilar institutionsg in any way using
nitrie, sulphurie, hydro-chloric, mardatic, nitrate of goda or other
acids or compounds made from same, must have signs painied on the
outside and ingide of a1l doors to rooms where sald acids are used
or atored, stating in large "Red" letiers, the kind of acid therein
and their dangzers from leak, fire, or any other conditions; and

how 4o avoid or overcome the danzer,

B HANIY. TNG CARBCYS OF WITRIC ACID, ETC.

- Bection 380. The necks of carboys must not be Jarred in
opening them, saw through the ﬁlaster of paris around the stopper,
a.llowigg é?m'é to come out easily, and. the stopper must never be
attempte}d_i:o be removed with a hammer, chisel or similar instruments,

STORAGF OF CARBOYS, |

- Bection 381, A1l earboys containing nitrie, sulphurie,

hydra-chlo:ie, ruriatic acida, nitrate of seoda, or thelr compounds
- mugl be storad and cpened in rooms with é.'bumlancﬁ of outside or
diract ventils:bicn ﬁith onia or more outside windows, Said rooma
to be cool, and not subject to the sun's reys, or other kinds of
heat, ngc;h room for storage of acid must have sink and water
conneclion 1o same, |

RECEPTACLE TOR CARBOYS,

-Bection 382, All carboys containing nitrie, sulphuric,
hydro-chlorie, muriatic acids, nitrate of soda or thelr compounds-:
mst»r_eat_i.n;thraughs or receptacles made of glass or enameled or
gla,zec}zv;tr‘flfie& materials, same to he of sufficient éapa.ciﬁ:f %o
hold the entire contenta of all of tlze carboya placed in same without

ovartiaw®inz, XNpo orzanice m'f:taf guch as wood will be permitted in

i o
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these roceptacles or within reach of the acid should smme escape

or leak from the cafboy or receptavle,

TITLRE XIX,
THEATRIES.
BUILDINGS USHED FOR THEATRES OR IUBLIC ENTHRTAINMENTS.
Sectilon 383, ZEvery public building hereafter erected, and
every building intended for theatrical or operatic purposes or
public entertainmenis of any kind where stege scencry and apparatus
are employed, hersatier erected, shall he made to comply with the
rwquirementg of thie ordinsnce., No building whiéh at thze time of
the passage of thia ordinance iz not in actual use for theatricsl
or‘oﬁer&ti& purpeses, and no building hereafter erscted not in con-
ftormity with the requirements of this ordinance, shall be used for
‘o operatic

' theatrica%apurposea ar for publiec entertairmments of any kind where
sltage scenery or apparatus areg employed, until the sameo shell have
benn made ac to comply, and no duilding hercinbefore described shall
he oyaned to tha public for such purpossgs until $he building inspector
shall have approved the same in writing ss conforming to the re=

quirements of this ordinance,

CONSTRUCTICN OF THEATRES,

Section 384, All thestres containing a seating capacity
of seven hundred and fifty'(?BO) or mMore peopie shall be of firee
proof conatruction, except that in theatres containing a seating
capacity of more than geven hundred mnd fifty (750) but less than
onefoné thougend {100C) people, the stage and dressing rooms, snd
all’' other raoms connected therewith only nead Lo firawpreofed,

prtovided such theatre contains but one balcony or gallery.

{id
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Structures of any kind and for any purposs whatever arected
ahove the ¢eiling of any auditorium which has a seating capacity
of Tive mundred (500} or mors people shall be sntirely of fire-

proof construction,

THEATRES TO MAVE OWE FRONT TO STREET - EXITS,

Beetion 385. Every building of Grﬁde VI, shall have ot
least one front on a public highway or street, and in suoh front or
fronts there shall be means of entrancs and exit, In addition to
the aforesaid entranceas and exita on the public street there shall
be preserved for asrvice in case of umergency an open coury or SDACS,
open to the sky, on the side not bordsring on the atreet, where
such bullding is located on a coraer lol, and on both slides of sald
bu'},lding,, vhare tharae 1s bnt ons froﬁtage on the straet., The width
of such open court or courts shall begin on = line with or near
the proscenium wﬁll an! shell extend the length of the auditoriwm’

_ proper, to or nedr thea wall separating the same from the lcbby,
foyer or vestibuls., A separate and distinet corrider shall bve
built to the street from each opon courd, with conbtinuous walls,
floorsg and ceilings, of brick or other fire-proof materials the

entire length of sald corridor or corridors.

FIRE EXTINGUISHING APPARATUS DROVIDED.

Seotion 385. It shall be the duty of the ownsrs, agsnta,
leasass and occcupants of buildings of Grade VI to provide such fire
extinguishing apparatus at such points abcut the building as the
building inapector shall dirset and all stand pipes, gas pipes,
electric wires, hose, fool lights, and all apparatus for mrmiix
guarding agsingt fires or for extinguishing the same, shall at all

times be kept in condition satisfactory to, and under control of the

Eoa

building inspector, 1)

i)
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GRADIENTS TO DIFVERENT IBVELS,- WIDTH OF TXITS.

DOORS TO CPEN OUT

Section 388=--Te gvercome any difference of level existing
between exits from the ground floor of auditorium inbko courts, and the
level of tlie ntreet, gradientw may be used in the corridora and courts
ol not over onc foot in ten feet with noe perncndicular rises,. From the
auditorium opening into said open couris, or on the dide street where
the buildings plzced on conner lot, there shall not be less than two e
exits on each side from the ground floor auditorium, baleony, snd each
and cvery balcony and gallery. Iach exit shall be at leasdt five feeot wide
in the clear and vprovided with doors of iron or wood; il of wood doors
shall be constructed according to underwriters! rules. All of daid doors
snall open outwardly and fasten only with movable bolis, the Lolts to
e kept drawn during performances.

IIRTTATIONS OF FLOOR IEVELS

Sootion 28%-The following limitations of flesr loveles
in buildings of Grade V1i,, shall be observed in all casses of new con-
struction, alteration or improvement of existing buildingz. The ground
floor of auditorium in buildings of Grade VI., where it connects with
the lobhy or Tover shall not be at o greater heigth above or depth below
ihe ghreet 1evel.thau a pradient from the strest vestibule of one foot
in ten; said street vestibule to bhe not more than one atop above or below
the grade of sidewalk at the centfal entrance point. The only rx-
ception to the foregoing shall be the case of rooms Grade VI., containing
less than 500 geats, which, in Tire-proef buildings, may he located in
any floor thereof, but in such cases there shall be at least two flights
of stairs from the floor in which such auditorium iso iogated, to the
ground, and the width of such shall not be less than four fest in the

¢lear for each.
FIRE HESCAPES OR EMERGENCY STAIR3

Section 390--That every theatra no¥ eonstructed or hereafter
erected shall have and be provided with a seperate and distinct
external fire escaps consisting of an iron stairway and railing extend-
ing from the level of each Tloor, Dbalceony and gallery in such theatre

down to the level of the aliey. Such stariway shall noi be steeper

"
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than forty-five degr.vand at evary sixteen fec‘tt least of perpendicidar
descent there shall be a platform or landing place., The riszers of =said
stairwayrshéll net be higher than nine inches, nor shall the treads of
said stairways be narrowsr than nine inches. Said stairwoye and plat-
forms shall not exceed three feet in widih over all. The fire a3capes
axd stalirways herein provided for shall ke ercctied and used undrr =uch
rules and regulationa as may be preseribed by the building inspector or
by ordinance. ‘

STORES IN FRONT OF AUDITORIUM

vection 3Y¥l--Hothing herein contained shall prevent the
uage of the front portion of any acsembly hall or theater building for
the purpese of offices cor stores, proviiled that sald offices or stores
are not over thirty (30} feet in depth from the front of the building
line and that siid offices or stores are separated from the auditorium
galleriag and exits by fire-siep doors.

WORKSHOP STORAGE AYWD PROPERTY ROOLS

Bection 2392--Wa workashep, storage or general properiy room
shall be allowed above the auditorium or gtage, or under the same or
in any of the Ily palleries,

A1l of said rooms or Shops may ve located in the rear or at the
aide of the stoge, but in such cases they shall be asparated from the
stage by a fire-~proof wall, anl tlhe opening leading inloc said poritona
ghall have fire-porrf doors on each sids of the wall.

INTERIOR WATLLE FIREPROQEED

Section 393«= Interior walls of liree~proof moterialg shall
separate the auditorium from the entrance vestivules, and from any room
or rooms over lhe same, also from the lobbies, corridors, refreshment
or ethcr’ rocm.

INCLOSURE OF STAIRS

Saction‘394-- All stalrways for the use of the audiencs,
other ihan those leading from the fifat gatlery, shall bae snclosed
with walls of brick or (iré~proof materials, in the atories through
which they passg, and the openings from said stairways To each tier shall

be the full width of gaid stairway.

e
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¥No door shall open immediately upon a flight of stairs, but a land~
ing at least two (2) feet wider than the width of the door opening shall
be provided between such stairs and such door.

PROSCENIUM WALL AND CURTAIN

Section 3%5-- In all buildings of Grade VI., thers shall
be & solid Bbrick wall not less than 20 inches thick betwaeon anditorium
and stege and shall exiend o a height of gix feet above the roof. The
main curtain opening shall have an iron or asbestos curtsain and all othe
openings in {hiz wall shall have fire-proof doors.

IRON GIRDER OVER PROSCEWIUM, ORCHESTRA, FIRE-PRGOF

CURTAIN AND DOCRS

Section 396-- Tn akl btuildinga of Grade VI., there shall
be an iren girder above the proscenium opening, the iren girder‘to be
protedted from heat by proper fire-proof coverings; above the girder
thero shall be a relieving arch the full width 6f the wall and the inter.
vening space filled in with prick work. Should there be constructed an
ercheatra over the ztage, above ihe proscenium opening, the said
orchestra shall be placed cutside of the proscenium wall. The moulded
Trame arocund the proscanium opening shall be formed entirely of fire-
proof materials; if metal be.used; tﬁe metal shall he filled in solid
with non-combuaiible materials and the whole securely anchored to the
wall with iron.. The proscenium opening shizll be provided with a [ire-
proef eurtain, sliding at each end in iron grooves securely fastened
to the wall, and extending into such grooves not less than gix inches
on sach side. Said fire-proof curtain sgall be raised al the conmence~
ment of each performance, and lowered at the close of said performance,
and to b8 operated by approved machinery. The proscenium curtain shall
te placed at lsast three feeﬁ from Lhwe rcutrlights at the nearest point.
There shall be no cpenings in the proccenium wall above the level of the
auditorium ceiling, and not to exceed two om any level below and all
such openingz shall be close& with fire-pfoof doors, szid last mentio=-
ed doora not to exceed three feet in width,

fection 39%-- There shall bs over the stage of every

building of Grade VI., fluesa or ducts extendling at least 10 feet above
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the highest point of &roof, which flués or duc! siall hawve an
area of at least one-~thirtieth of the total area of the stage. The
dampers for opening or closing tliese ducts shall be conetrolled from a
peint near the proscenium; these dampers shall be made bf sheet metal on
iron frames and be not nearer than cight inches of any woed work or
other combustible material, and having an arrvangement of combuatible
cordg or fusible connections to¢ open mentilating valves autommtically
by the actior of fire on ihie siags. -

FRAMING OF STAGE FILOCR, FLY GALLERIES AWD RIGGING LOFLS

SEEMEXY ALL FPIKR-PRUFFRED.

Seotion 2%8-- The Iframing of the floor of the stage in
buildings in Gérds VI., contulning seats for more than 500 people shall
be of iron or steel; the stage floor way be of wood, but shall not be
lezs than one and one~quarter inches thick. The eﬁtire Tloor constru-
ction and floors of fly galleries and rigging lefts, and a1l railings
and supporis, and all shisaves and pulleya and their supporta, shall be
made of iron or steele. All wood work ineluding both sides of the floor
boards, and all gcenery used on or about The siage, shall be coalted with
fire-proofl paint, she fire resisting qualities of which shall be
tested and approvéd by the building inspector

DEESSING ROUM EX1TS

Scotion 399-- All employe ir dresging roofjs shall have
two (2) independent exits teo fire escapes in the open courts or leading
directly to the streets. If windows are provided the same anall not
have fixed snslr, iren . grills or bars. All dreagsing rooms shall be wgll
ventilated. o dressing room shall be mors than one gtory below the
atreet llne, and 1l so localed shall have windows and exits in the ex-
ternal walls, opening into areas or courts leading direct to ths street
and ailey lines,

DISTANCE EETWERN SKATS

Section 400~- AXl meats in the auditorium excepting those
contained in boxes, shall be not less than thipty-two (32) inches
from back to back and twenty-twe {22) incheos in width on the main floor
or twenty (20} inches by thirty (3¢) inches in every balcony or gallery,

meagured in a horizontal direciisn, and :hiall be firmly secured to the
AT
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PLATFORMS BOR BEATS LH GALLEHIXS

floor,

BHEotion 401— A1 platforms in galleries formed 4o re-
ceive the seats shall not be move than twenty;one {21) inches in height
of riser, nor less than thirty (3C) inches in width of platiorm. -

' AISIES

Section 402-- Aisles in buildings of Grades V and VI shall
be egual o 18 1nches for every 100 seals or fracibional parlt thereol,
the oceunants of which will he required to use =aid aislea, but no
aisle is fo be less than two feet three inches wide in the narroweaf
part and increaszing in width toward the exit. Siops are permitted in
eigles only as extending from back to back of seats, and where the riss
from back to back of seats ia less than six inches; the floor of thé‘ais
ahall bc made an inolincd plane, and where eteps occour in outside aisles
or corridors, they shall be grouped together and there shall be a lamp a'
or near évery place where there are steps in enclogsed aisles or
corridors. All alsles and passageways in said dbuildings shall be kept Y.
free from camp atoecls, sofas, chairs and othier obsirucyions, and no pere
zon ghall be allowed to stand In or occupy any of aald aisles or passage -
ways during any perfermance, aserviece, exhibition, lseture, concert, hall
or any public assembly, nor shall there be any camp stoel, chairs, sofze
or =2ny such things in any such aisles or corredors at such timea, The
Building Inspector or any of his assistants shall have the right to
enter eny such buildings at any time during any performance, .service,
‘exhiliuition, leciure, concerd, ball or anj public assewblage, to enforce
thin ordinancsi,

AISIES OR LOBBIES WOT OB3TRUCTED

" Spction 408-- No theater now built or hereafter tc be
built shall build ény supersiructure which will in any way obstruct the
aisles, passage-ways, platforms or Llobbies, or that will in any manner
onuge congestion of an audience in getting our of dald theafsr in came o
of a panic,

CAPACITY OF THE FOYER-

Sectioh 404~~~ The aggregate capacity of the Foyers,
lobbies, corridors, passages, end rooms for the use of the audiance

=i
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' not.including Lisle space between gseals, shall, on each f{loor or
gallery, be zufficient to montain the sntire nugber'to be accomodated
on said floor or gellery, in the ratio of one hundred and fifty {150)
superficial feet of floor rcom for every one hundrad {100} persone
oy part thereef, but no public main hall cerridor or lobdby shall ba
less than six feet wide in any of iia paris. HNo foyer shall open to
the auditorium except through the exitas.

EXTT8-~-EEATES SECURED.

Section 405--Digtince and sepuréte places of exit and
enirance shiali Le provided for each pelliery above the flrsl lfloor. A
commen place af exit and entrance may serva for the main ficor of the
auditorium and first balcony, provided its capacity be equal to the
agéregata capacity of the outlets from the main floor and the said
gallery regquired by Section 408.

All roomg accommodating ﬁore than 500 persons shall have sll
seats, not in private boxes, firmly segured to the floor.

SHALL, IWSPECT AND MEASURE EXITS--AVD HUMBER OF PERSONS

ADMITTED

Section 406-= It shall be the duty of the Building
Inspector to inspect and wmeasure the exits of all buildings in
Grades V and VI. i1ncluding all theaihes, conceri: halls, assenbly rooms,
lscturse halls, zchoelr, churches, dance hellas, and Todge rooms, and to
compute the number of persons said rooms, halls or buildings will safely
seat or accommedate, nol to exceed one hundred persons-fractional parts
of one hundred being counted as a full one hundred--for sach eightsen
(18} inches in width for each sfairway door or exit; and when said
number had been determined by said Duilding Inspector, he may cause a
notice or notices, stating the moximum number to be addbmitted Iin daid
room, hall or building, to be posted in a conspicuous place near the m
enntrance of said room, hall or ﬁuilding; and 1t shall be unla¥ful for
the owner, agent, manager or trusiees or persons In charge or having
contrel of any such rocoms, halls or buildings, to admit a larger
nuwnber of percens to ouch rooms, halle or buildinge.

SPACE FOR STAIRWAYS

Section 407-- All theatres hersafter %o be built shall be so

construcyed as to leave a space of hot leas than six Teot on thesides

P



other than these fron'thing on alleys or streets,!or the construction of
stairways from the different galleries, balconies and auditoriums to
the ground line, as provided by ordinance and such space shall always be
free from obstguciion.

’

WIDTH OF STAIRWAYS

. Section 408-- Stairs in buildings of Grades V and VI. shall
be in width.iequivalent to eighteen (18) inches for every 100 seats of
fraction tlhereof but no stairway in such building shall be less than
four feet in width in the clear. All gtairways ghal) haeve rafilings on
eaeg side thereof, Neo stalrwany shall ascend to - greate; heiéht than 11
feet without a level landing, which, if its width is in the direction
of the run of the stairs shall mnot be less than three feet, or whick, of
at a turn of the stairs, shall not be less in widih than the width of
the stairs.

CROSS AISLES

Section 409=~- A1l theaires now dbuilt or hereaftoer to be

built ghall have croas aisles as required by the Bullding Inspector..
HIATIRG _

Section 410--No floor register for heating will be pemifted
in aislsc or passageways. No ceil or raditor shall be placed in any
sisle or passegeway used nz oxibo; but oaid coilo and radiators shall
be placed in recesses formed in the wall or partition to receive same,

MOVING PICTUREE

Section 4ilw= All Tooms used for the operating of moving
picfures in any theater or other wnlay-house, or any enterieinment given
in any nall, store, etc., whers sald machine i1s uged, shel] be of Tire=
proef construction snd ne person who is not skiiled in manipnlating the
same shall be allowed to run it.

STAND PIFES )

Sgction 1L2-- Stand plpes not lesa than two and a halfl
{(2~1/2) inches internal diameter at top, shall be provided with hose
attaclnents, on every floor and gallery as follows, nameri:— One {1} on

each side of the auditorium in sach tier, algse on each side of the siage

T T A pme
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in sach tier and at least one (1) in the property room, and onme (1) in

the carpenter shop if the same be contguous to the building. A1l stand
pipes shall bve kept clear from obetruction.,  Said stand pipes shall be
gaparate and diptince, recoiving their supply of water direct from the =
strect main, and shall be fitted with regulation couplings of the fire
department attached to hose. ’

FPIRE HOSE AND REELS

Section 413~~ A& mroper and sufficient quantity of ftwoe and a
half (2-1/2) inch hose, with the regulation couplings of the Fire
Department, with nozzles attached thereio shall be provided.,

All hose will be hung on the most approved reels, placed on
the walls at the stand pipe connections; said reels to have quick action
and easily handled.

WATER CURTAIE

Section 4l4«~~ There shall be placed over the curtain or
proscenium opening, ihe full wldth of gsame a two (2) inch perforated
pipa, suppl}ﬁd st esch end hy one And a hal% {1-1/2) dinch rising main,
interconnedtead at the bottom to a twoe and a halfl (2-1/2 ) inch fire line
leading directly to the sireet, with valves controlled from gtage each
side of proscenium, to form when in service & water curtain or automatic
aprinkler,

AUTOMATIC EPRINKILERS

Sectioh 415-- In lieu of the water curtainy automatic
- sprinklers shall be placed in the ceiling or below the roof of the gtage
at such intervals as will protect every squars foot of stage surfmce,
when sprinklers zre in cperation.

in all non=fire-proci theatres, or in Iire-prool iheathksrs
when the rules of the Fire Department direct, automstic gprinklers shall
also be placed under the stage when practicable, and in the dressing
rooms, carventer ghop and paint, gtore and property rooms,

PORTABLE EXTINGUISHERS

Section 416~~ There shall be provided hand pumps, or other
portable fire extingulshling apparatus through the Duilding placed where
direated by the Pire Department.,

EXTT LIGHTS

Section 417~ Al theaters now bullt or hersafter to be
o $id



Puilt shall havs exglighté burning during each and every performsmce‘
and said lights gh211 be connected to sn independent cirecuit from all
other lights in gaid theaier. There shall be 2 red incandescent bulb
with a clear glass globe sround the same, znd the word "Exit” ahall be
printed in plain blaock letters on gald glebes Said ligh’&s shall be
placed dirsctly over each and every éxit opening., All are and g¢alecium
lights employed d&h my stage shall have a compeient person to look after
the same, and such person shall not performu any other duties while

gaid licghis are in oparation.

DIRECT FIRE ATARM BOXES
Saction 418-= A1l theaterns nhﬁll put in fire direct alarm
boxes under ihe supervision of the city eiectrician and fire chief of
the City and County of Denver.
PROGRAMMES
Section 419-- It shall be the duty of the owner, lessee,
or wunzger of every theater or assembly hall, during the performonca at
which programmes are used, to have in same a diasgram or plan of each tier
gallery or floor, showing the exits printed in black linss on such
programmes, together with the capacity of such Theater or hall, Alsc
mention conspicuoﬁsly in such programmes that the Red Lights indicate
exits, ‘
GAS MATHS
Section 420-- The gas mains supplying the dbuilding shall
have indsependent conneciiond Sor the auditorium and the stage and provi-
sions skall be made for shutiing off the gas outsgide of the building.
METHCEB OF LIGHTING GAS

Section #2Ll== All interior gas lighta must ¥e tlghted by
elactricity, and any other appliance to be used must be approved by
the Pire and Police Board beofre being installed.

PROTECTING LICHTS

Section 422~~ All}ausPended or bracket lights surrounded
by glass will be provided with wire netiing underneath

Ho gas or electric light shall be ingerted in the walls,
wood work, celings or any mart of the building unless protected hy fire-

proof materials and have proper wire net protéction,



one~half {10 1/2) inches.

In mddition to the avove dengribed stairways, assembly
halle, ete., shall be provided with fire-escapes, &8s provided
in Seelion 320 and no emergency exit door or stairway shall be

1ugg than three {3) feel in vidin.

Miner Theatcrs.

Se¢tioh 434.— ¥When the &sseminbly hall OT TOOWM OF BNy
anadeny , school, college or other eduecationul institution, or
any coneert nall in any elub house, hotel or other bulliding, or
the lodge roomz of a btenmlo or »lace of general assemblage of
fraternal or other organizaiions, either for the exclusive use
of members or for the public at large, contains a stage fitted
#ith ¢ curtain and a limited awmount of seenesry, such hallg, rooms
oT plaeas of assemblage shall be deemed Minor Theaters. aud such
minor theaters shall ecomply with all the prescribed conditlons
for assembly halls and theaters in Title XIX, except as modified
for the stage in that Tiile, provided that ne such aasembly hall,
ro0m or place of general assenblage which has moYe than one (1)
baloony or in which the aYea of sueh asingle balcony exteeds ona
third (1/3) the area of the mein floor, shall be used as or oon-
varted inte a Minor Theater,

Adsies, Pagsapeways, Fico,

Segtion 435.- The widih of aislies, pagsapes, lobbies,
gtairways, and deoras in assombly halls, etc.: 3hell bka proportioned
and constructed in the same manner as preseribed for theaters.

Stape Arwvas.

Seation 436.- The area of ths siage back of the pro-
scenium wall shall never exceed twenty (20) per cent of the main-
floor of the auditorium, and theéroe S8RE1l De NO LTAP 4AQUT T movabvls
Floor in samo.

Proscenium ¥Walls.

Spoction 43%7.— Yhen the geating capacity is greater
than five hundred {(500) pergons, allowing a space of twenty {(20)

by thirty (30) inches for easth person, said wall shazll be of briek



N - .

Protect Light ard Heat Ducts.- Gas to have Wire Guards.

Section 431. In buildings of Grade ¥., no pas or electric light
shall be inserted in the walls, woed work, ceeiling or in any part of
the building, unless protscied by Ffirsproof materials, All lights in
passages and corridors of sald buildings and wherever deemed necesaary
by the Bulldlng Inspecior, shall e pratectéd by proper wire net works.
The footliights, in addition fo the wire net work shaoll be protecizd b
strong wire guard, not less than two feet distant from footlipguts, and
the troeuch containing such footlights shall he firsproof. All ducts
usad for corducting heated alr from the main chandelier or frem any
other lipnt or 1lights shall he consirucled of metal and made double
with an olr opace betwoesn and shall not come in eontnet wita any wood
work. A4ll stage lights, if of gasg, shall have gtrong wire guards or
sereens, not less than ten inches in diameter, so constructed that any
material contaet therewith, shull be out of the reach of tne flame and
must in all esses hie scolderad to the fixture.

Fronitugs.

Section ﬁég; Asgembly halls, etc., with seatlng capacity for ihreo
nmandred (300} to sevén hundred and fifty {750} shall have s frontage
upon 4two (2} open spaces, of which at least one (1) shall be a sirect,
and the other, if nmot a streset, shall be a public or private alley not
less taan eignt (8) fezei wide,

Asssphly halls,-cta; with a greater seating capaeity than zaven
hundred erd fifty f?ﬁﬁ} shall face not less than three {3) open spaces.

Stairs and Stairways.

Sectlon &ggg Every hall seatinz five hundred (500) persons and not
more than seven and fifty (750) perscns shall have at least itwo {2}
separate and distinet etalirways for Ingress aud egress, the some to ba
placed os far apart as possible. ‘

Every hall seating more than seven hunfred and Fifty (7950) persons
and not more <han one thousand (1000} persons shall have at least three
{3) separate and distinet stairwuays. All satairs for ingresa and egress

to .any assenbly hall or halls, &1 all he at least Tive feet wige and pre
vided with hand rails on each silde. The rise of trne stuirs shall not

be mors ihan seven and one-half (7 lfé}‘inches to each step, and the
troend not lesc than ten and - pi Tk
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TITEE XX.
ASSEMBLY FWALLS, CRURCHES AXD MINOR THEATRES.

Flevation of Main Floors.

Section 427. In bulldings of Grade V., no auditorium containing
wore than 1,000 seats shell have the highest part of its main floor
mere thgn eight fecil above the adjacent sidewalk grade; ¥No room of
Grade V., containing more than b00 seats shall ha at a greater distance
than thirty {30) feet ehove the sidewalk. No rocm of Grade V., con-
taining more than 200 seats ghall be at a higher level above the side~
walk than 45 feef. Fxeceptions to the foregoing are to me made in the
cana of rooms containing less than 500 seats, which may be locatsd in
any part of & fireproof building; provided, however, that there shall

ke the plalirs required in Sechticn 4355,

Computation of Widthe eof Corridoers, etc.,

Section 428. In buildings of Grade V., the width of corridors,
passages, hallwarys and deoors saall be computed in the sgme mannsr as
that hereln provided for stairways and aigsles in Grade VI,, éxcapting
that no corrider shall be anywhere less than five feet in width, and no
door 1ass.than three fect in width, end &ll deors sh?ll open outward,

Structures above Ceiling tc be Fireproof,

Section 428, Structurss of any kind and for any purpose whatever,
eracted above the celling of any auditorium contalning 500 or more seds

shall ba entirely of fireproef constructicon..n

Buildings Lighted During Performances. ]

Section igg; Evary portién of any building of Grade V., devoted
to 4ihe uae or accommodation of the public, also all outlets leading %o
the straet, opsn courts and corriders, shall he nroperly lightes during
every performance ané the same shall remain ligated until the entire
audience has left the premises. Bulldings of Grade ¥VI., snall te at
nlght illuminated entirely by electrio light and shall at each exit
and at the head and foot of sach stalrwsy a metal bracket and a candle
or sperm oil lamp kept hurning during fhe aentire duratiocn of any per-

formance. Similar provisions shall apply to buildins of Grade V.,
geating more than 1,000 persons.

ESEVES
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Is the fire=vont and valve above stage In good working order?

N g Y s A ik ] e L T v Ty T 4 - -

(5) wiil ce_:.lé:ium or arc lighis be ussd In this performancefeesmw-

{6} If eo is thers & competent electirician in cliarpe ol same?=-e—we--ew
(7) Will the stage electrician remain within 10 ft. of tha i toh
board suring the entire performancefrecee—eecrscesammamna——

{8) 1Is the asbestodcbrtain in good working orderfeca-escesmscnec-

{9) Are the aprinkling systems over stage and prescenium arch all

in good order? ——— -—— Pmmmm—m——— i s
{10) Is the fire alarm box in good ordey———-—rrrmm e e
{11} 1Is the telephone from stage to box office in good orderTeewe=
------- e T L B etk
In charge of fire protection -
Notice;- This report must be remitfed to the secretary of
wizak, ate

the Fire and Polive Board uucra‘kﬂr.:y—?ufwe-ﬁ-—p-.m.., when s, performanceyis,

to e given.



FIRE VRILLS
Section 423-~ The Manager of each theater and assembly hall,
shall instruct the employes in Fire Drill, and same shall be subject %o
inspection by the Fire and FPolica Board, the Fire Chisl or someone
named or appointed by them.

STATIONARY FIREMEN

Saction 424-- The manager of each theater amdl assembly hall
will be roquired to have one fireman on the otage at all times during
performances, This Firemant's salary will be paid by the City and County
of Denver, bui ihe wmoney Lo be refunded by the Theater or Assembly Iall

SWNHeYys O MAnagerg.

FIRE PROTECTION WEEKLY REPORTS

Section 425-- Should the Fire end Police Board decide that X
it ia not neceasary te furnish a Fireman in any Theater during per-
formances, they will requtre that the Owner, Lessee or Manager ol any

week. -
Thoater 4r assombly hell muzot £ill out each dedebalonn fepein., the
ekl 114 16
f8llowing report of the condition aand utility £f the Fire Protectitn
and forward same to ths Pire and Police Board's office, signed by the
amploye in chargs.

The vlank book for said roport will be furnished to the

weeki
Thneatren by ithe Fire and Pollce Beard, and {allure to muhe auIﬂ)&ugiy
report will ba catse Tor the theater or asaembly hell to be closed by the
Fire and Police Board until a proper examination of the Pire portection
has been mede and found satisfactory.

WEEKY REPORTS WILL BE AS FOLIOWS,—

Section 426.
Weskly Report Card.
Fire and Police Board, City and County of Denver.
----- s m e m—————————we=ThEgle
Dats of Inspecliionéfsieséésitesséf—mm————=u
{1} Are approached to exits clearf--~mm——=-e——- i
{2} Are doorx fasteninzs to axits and red lights in good order—--—

{#) Hove standpipes all hoso in placeo, and City pressure turned

N2 mr e s a - m e e ————— . —————— - - -



- w
rroporiioned in thieckneses sccording to 1ts heighit, snd shall ex—
tend upward at least four (4) feet above the roof. When the
gaating capacity iz less than five hundres (500) persons, fire-
proct or solid incombustible parsitions not less than four (4)
inches thick may be uzed.

Deptn of Stags.

Seetion 438.— The depth of the stage shall not exceed
twenty (20} psr cent of the iongest dimension of the main fTloor,
nor snall such stage contain wore than three (3) entrances be-
tween tho proscenium wall and tho bagk wall ocurtain.

gurtain.

) Seotion 438.— When the seating carvaaity is graateﬁ
than seven hundred and firty {750) versons, the curtain shall be
of aabestos und be hung, conatructed and operated gg preseribed
for theaters, Section 398.

Scenery.

gection 440.~ AllL scenery, borders and wings shall be
permanent and no transisnt mopnery will be permitted. The wings
or set pisces shall be fliprered or plvolted wings not exoesding
twelve (12} fect in height or scven (7} faat in width, and all
sush seenery; borders, wings and curiains shgll be painted &g
prescribed in Section 383,

Y¥antilators.

Seciion 441.—~ The area of the stapge ventilators pre-
sentad in Sestion 397 wmay be reduced to one-twentieth {leG} of
the area of the giage, or in lieu inersef a flue pipe or flue
pipcé of metal eonstruction cor of oiher non-combugtible material,
extending noel less than twelve {lz}vract above the highest part
of the reoof over the stage of gald building shall be ovear the ataga,
and aaid flus or flines shall have an arse of at least one-itwentlieih
(1/20) of the total area of the atago. All such flues or vents
shall be @ru?iﬁeﬁ with dempers, which shail e pade of metal,
having two (2) per cent of its arvresa perrorated and shall be opened

and contreolled g pregeribed for giylilgat ventilators,

L L



stand Plips,
Section 442.— All Minor Theaters having a seatlng ca-

pacity greater than twe hundred and fifty (2590} but less than

seven hundred and fifty (750) persons, shall have at least one

iine of stand pipe on the stage and one in the auditorium, but

all such theaters which have a seating capacitiy preater than seven
hundred and fifty {750) persong, shell have two lines of stand
pives, and gaild stend pipes must be two and one-half {2 1/2) inches,
internal diameter.

Fire Hose and Reels.

Section 443 .- The standpipes shall be equipped wlth
Standard valves, outlets and reducers fitted with one snd a half
€1 1/2) ineh hose, and most approved resls,

Sumner Thesaters,

) Section 444.- Summer theatsrs, if bullt in the “Quter
or Urban Fire Districts,* and located thiriy (30) feet distant
from any other building or structure, or adjoining lot lines,
and of no greater seating capacity than geven hundred and £ifty
(750) persons, und not more than one (1) story high, without balconies
or galleries, may be constructed as follows:-

The Auditorium, without @ cellar or hasement, with open
sides or double the number of exlts as hereinbefore yrovided,
opening dircoetly intc the surrounding courts, or gardens at the
grade level, and the adjoining dressing rooms may be of frams oon-
struction, but the stiage shall be encloged in briek walls net less
than. thirteen (13) in¢hes thick, on all asides and be built of
ordinary construction, or better provided that the openings lsading
to the dressing roome shall be provided with fire doors.

Otherwilse all protective features and arrangements shall
comply with all previous secotions in this Title, excepd that in
811 sunmer thesters wifnout baleconies or gailerles, the curtein
need not be asbestos, bui all acencry and the curtein shiall bho

painted with fire-proof paint.

A
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TITLE X¥XI.

HOSPITALS AND SCHOOLS.

Fireproof when three (3)_or more atories,

Section 445, Bvery building heresfter erected or altered to he
used as & hospital, asylum or institution of any kind for the care or
treatment of persons, ineluding school houses or structures to be
uged for sducational or deterition purposes shall ke of fireproof conw
struction, if ewch bullding is to bhe three {3) stories or more in
height, ' '

Floor Gpace Areas.

Section 446, In proportioning the number of occupants of any room,
the following minimum numbor of square feet of floor area per oCeou~
pant shall be allowed in the apportionment.

For hospital rooms for children, fifty (50}, and for adultis ssventy
Tive (78); Tor sc¢hool rooms for children, Tifteen [15) and for adulis,
twenty (20).

Cubic Feet Arean.

Section 44%, In the properticning of the occupancy of & room, the
amount of cubie space shall not be constructed so as to admit a reducw
tion of the floor sl-ace as given in the previcus section and the min-
imum vurbar of nuhic‘feet to ke allowcd for eanoh cooupunt shall be as
followss =

For hospitals, six héndred {800} for children, and one thousgand
{1000} for adultas; Tfor schools, for children two hundred (200) and for
adults three hundred and Tilfty {350}.

System of Ventilation,

Section A48 (a) Twery building used as & hospital, ssylum, school
nouse, or inesiituiinn of any kind for the care, trentment or congregate
ing of persons, shall have in continuocus operation when ocoupied a
gysten of ventilaticn so contrived as to provide twenty-five {25)
cubic feet per minute of outer air for euch occupant, snd for emchi
light other than slectiric light,

Or when any room or apace is 8¢ proportioned aes not Lo allow esch
vocupant, if ehildaren six hundred {600} cubic feet, and if adults one
thousand (1000} cubvic fesat of fresh air per hour, or less than three

AR
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{3} times suoch amounts in sick rooms or hoapitals, by matural means

with out exposure fto improper air currents; then such shall be venti-

lated by artifticial means.

Yentilation indepsndent of Atmospheric changes,

Section 448 (b). School rooms in every school building shall be
ventllated in sueh manner thut the gquantity of foul or vit&ateﬂ alr
exhauneted or rempvad , and the quantity of fresh-air admitted shall be
positive and independent of étmoaph&ric changes and shall not be less
than 30 cubic feet per minute for epach peraon that said school room
¢an accommodate .,

Fozpitel and Asviume, oulside atairwaye,--
I-. Py ' Pact NI, iy a . Mg

Bectlon 448, All buildings used as hospitals or inatitutiouns for
the care of sick persons mors than one story in heipght, must have exw
ternal stairways, which shall he consiructed of iron and he not less
than four feet in width, and not steaper than 33 degreeﬁf Ne riser
in said stalrs shall be less than eleven inches In width, G5said atairs
shall have &n iren railing not less than three feet 1In helght, and
arid railing shall have proper bhaluateras extending from the top Pail
down to tha treads of said stairs. Ne such stairs shsll have a perpen-
dicular height of more than sixtecn feect without a pletform. In case
» turn is made at ssid platform, then said platform Bha}l te not less
than ecght feet long and double the width of sasid stair. Ne platicrm
shall be allowed %o be bullt leso than six Paet or narrower than the

v

width of the stalr., ¥o more than one hundred peracnsishall be compalle
ed to use one pair:of stairs. The location of s«id stairs shall be
femoved ts Tur &8 possible from the elevator shaft mud internsl stairs,
but in all cases must be constructed st the ends of halle and courts,or
in a.manner easy of scoess in case of firs, All doors To sald staelir-
ways ahall run to the level of the floor and awing cut, and shall be
fartened on the inside with a aimple fustening, and at no time shall he
locked. AllL said stairweys shall extend down to the ground and shgll

ve built and located under the direction of the building inspector.

Mmmf
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Hospital and Asylum, intornal ..fffféé_zts%;___

Seeticn 45C. All hospitals now built or hereafter +o he built shall
have noi less than twe {2} infternal stairsl Zaid stairs shall net be
iesn then Tive feet in width and shall he buili at opposite sides or
ende of said hospital building. They shall ke provided with proper
railings, balusters, etc., and ne riser in said stair shall he greater
than se¢ven inches and ne tread less than eleven inches, and the pitch
of snid stair in no case shall pe grealer than thirty-three degracs,

Red "Exit" Lights.

Bection 4bl, Red lights with the word "FExit" ghall be Xept burning
at all hours during the night at all external and internzl stairways
herein provided for.

| Direct Fire Alarr Boxes.

Section 452, Direct fire aluerm boxes to the nearest fire atation

shail he installed in every hoeapital in the @ity and County of Denver,
under the supervision of the Pire Chief of the Qity and County of
nenver.

Heating Plant Outside of Hospital Bulldings,

Section 453, No hospitel within the City and County of Denver,
where a high pressure heating plant is usmed, shall maintain seid pland
within the walla of said institutlon, but must remove the same to a
point ne% less than twenty fest from sald hespital. The buildings con-
taining said heating plants sholl he built entirely of fireproof con-
struetion.

_Blevuator Fire Escapes for Hospital, otc.

Secticn 454, JFireproof external elevator fire escapss, may be sub-
stituted Tor the outaide stairwars speclfied io secticen 449. Said
elevetors to be automatie, placed sutside in connecticn with the flre-
proof baleenies, of ample capacity and speed, having cur platform not
less than four (4) by seven {7} feei, and the pguldes and framing throwh
out of iren or stsel constructian; The mechanism to e hand power with
rope and brake air cushicn at grade, iron gates and rallings, and car

to lock atAeauh level when otopped. Drawings of ganid elevators must

he furnished the Building Depaiggent faor app;aggl before same are (131}
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erected,
Fire and Sroks Stors.

Section 4554, EBvery building to e used fir Hospital or School pur-
rosep must nave a sulficient number of fire and smoke stops in nalls
and corriders, to shut off sections of the tuildings during a conflaw-
gration. Said sateps shall be constructed of incembustible materials,
clesing automatically, and may be either sliding or relling dreors,
fire and smoke proef and sare to be placed where directed by the Chief
of tha Pire Depariment and +he Building Inspeatar,

3chool Buildings,~ Ireon exiternal stairways.

Secticn 456. All public and privete schools now built or hereaflter
to be built within the Citr and County of Denver, where pmore than one
nundred pﬂpila may be in attendance, which afe more ithan one satory in
heignht, shall build not lesz than two lron ext=rnal stairways, Sald
astaireayra shall saxtend fram egen Tleor of said school building to the
ground and ashall not be less than four (4) feet wide; the risers of
said stairs shall not e greater than seven {7} inches, and the treads
not less than eleven inches wide. HNo sitair shall he steeper than thir-
ty-three (33) decrees, and shall not be longer than 167 feat on the
porpendicular lins without a pilatform. 2aid platforms shall not he lam
than four {4} feef long, and in all cases the full width of *he stalrs.
A1l such stairs shall have proper railings on euch side, and the out~
gide raillings =zhall have balusiters, and the space heiwaen the same
shall not be greater than six (6} inches.

School Puildings,-- Splral Focapes,

S8action 487, 1% will be permigsublée fo substitute external fire~-
proef spiral gradient or glide fire escapess in connection with Scheol
Buildings, in place of the four (4) feet external iron stairways spec—
ifieg in Section 456. Sald fire sscapes must be easy of access lrom
nalls or cerridors, having lateh at gride deor, copening sane from In-
aide and outside. )

Sohool Buildings,--Intarnal Stairways.

gection IBY, AT Tublie and private schools for the educatien of
c¢hildren, now Yuilt or aereafter te be built, within the City and Counly
of Denver, more than one story in height, shall nave not® leéss than two
internal stalrways, and sald stairs shall be not less than five {s) -
feel 1n width, and shall not hc atceper than thirty-thres (3%3) degrees.
No riser on said stairs shiall he grzader than seven {7} inches and no
tread less than eloeven {11} inches wide. Seid stalrs shall he provid-
ed with proper hand railings, h-lusters, and all proper safeguards.

e
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witnin the Clty and County of Denver, wnere a high preasure heating
plant is opsrated, shall be allowed to install the same within the
Sehool nuilding, but must build a separate building, not less than
twenty {20) feet from sald School huilding st the nearest point, and
said plant ghall bhe installed in a fireproof buildings.
Steam Roilers for Low Pressurs Englines and Pumps.

Sec. 459 (b). Steam boilers for operating low pressure engines and
putips will pe permiitted +ithin the walls of any achool building, only
when hoilers are not of mere than 100 Hs P. per unit, and localed in a
properly arranged ard firaproof boiler room. A1l such boilers must be
constructed of materials and workmanship that will meet the requirenerts
of high pressure boilers, and before being walled in must he tested at
& hydrostatic pressurs of 190 los. They must be equipped with an ap-
proved pattern "loak-up™ safety valve s8et Lo pon at 35 1lus, gauge pres-—
BUrG, & high and low water slarm; asutoratie holler feed connected to
cliy water sunnply and an automatic damper regulator. All of thd above
te he approved by the Boiler Inspesctor and Building Inspector before
vaine put in place.

Fire Drills.

Section 460, Firs drills shall be held at leasl once a mentih un-
der the éuparvisian of acme competent persen, said person t¢ be appoin¥
#d by the Superintendent of Schools, and to be an attache of sald School
where said fire drill shall ve held, and the Chief of the Fire Depart-
ment may st any time visit any School Building and test the effioiency
of said fire 4rill.

Direct Flre Alesm Boxes in Sohool Buildings.

Section 481. Direct fire alarm boxes shall be installed in every
school, and said installrment ghall be separate and direct from e¢ach
and every schoal to the nearest fire angine house.

qﬁkﬁaﬁiﬁgﬁ
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Heights of Class-Rooms.
Sectlnn>§§}iﬁkjiir The heights of all clagss~rooms so as to comply
with the conditions of thim ésrdinance shall never be less than twelve
{12) feet, except when making additlions f¢ School Buildings st present

eractad.,

Unit of Measure of Roome.

Section 461 (e). The unit of measure for the depth of properly
lighted rooms shall be the height of the window head above tne floor,
provided, that the height of sueh window Head is not over 17 1!2 per
cent of the minimunr height ¢f a room, below the ceilingiline; and pro-
vided further, that no girder or cther cbstiruetion extéends nore than
10 per ecent of the heignt of the room below the ceiling line or covers
nore than 10 per cen! of the ceiling area of such roon.

¥indow yroportions.

Sedtion 461 {d). The unit of measure for the necessary window ares
of a room, measured for openings in the clear, between sill lines and
stops, &nd for the glezed surfaces of a door ocr a window, measured be-
tween putty stops, shall he in fractional parts of the floor space te
be lightes, and ne reoomg shiall have a total window area apgning to the
onter air of less than one-ienth (1/10) of the floor apace,

Formsl Depth.
half {2 1/2) times tne window head height above the floor and all class
rooms must have the windows placed so th&t‘ths ligat will he diffused
on the left side of the scholars or pupils.

Window Areas.

Section 461 (f). The window arzas for properly lighied rooms shall
never be less than one-slxih {lfﬁ) the fraction of fleer space %o be
iignted. .

I Timit of Depth and Artificial Light and Ventilatlon.,

Bection 481 (gl. In no instance shall a room or space whereln
fixed desks, tables, work benches or machines are o be placed be 8o
construeted as to bring the centsr of the extreme individual desk,

Soxsae
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table, work bench or machine at a greater distance from the windows
tnan herein preséribed, i.e., where windows fuace strsets or open unob-
structea alr spaces 2 l/ﬁ tires and in court 1 1/2 times the height of
the window head above the hop of the desk, tables, work bench or work-
ipg table of machines.

Doors and Transoms.

Section 4241 {h). The doors and transoms shall, if possible, be so
located &a to insure a proxer circulation of air betwaen the interier
hells and their adjoining rooms unless otherwiss prescribed. Doors
leading from publlic to private nalls, not separateiy lighted at tlhelr

ands, shall have the upper panels glazed and tranaoma adjuatabla.

W - et e s

8t least one~Yourth of the window area in any room, shall be so design~—

]

ad ag to be ecasily opened and adjusted in any pesitlon and all windows
must also belarranged 50 &3 to be casily oleaned without Jeeopardizing
life or limb. All doors in school buildings shall be se arranged as
to swing outward.
Slass Rooms above Grade Line,
Section 461 {j). All primary and gramsar grade c¢lass rooms must dbe
placed or located above %he ground or grade vt huilding line in yard,

v

allsy or atraesis,.

T T .

KLEVATORS EXPLANATORY.

OV ——

Subjects inoludad.-

Sechion fﬁg; The subjects shali include all slevators, nhoists,
lif'ts, derricks, dumb-waiters, or any rechanlcal dovioces which employ
ropes, cablas, pulleys, platferms er swinging ladders or scaffoldind,
whether permanently or temporarily fixed in position, for the purpose
of conveying peopls, animels, vehicles, merchandise, building materiala
or any other load to any point orn or in a structure, above or below
grade line.

Lifting Tackle of Derrick, Hoist or Swinging Scaffold,
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Seetion 483, ALl lifting tackle of and derrick, hoist or #winging
seaffold shall be subject %o the rules and repulations governing freipht
elevators, and all other suppofting parts of such derrick, hoist and
swinging scaffold shall be proportioned to meet tile conditions of sta-
hility o the Trame struchures.

PERMITS, INSPECTINN AND FEES.
Permits for Brection of Elevators.

Section 464. It shall be unlawful for any person or persons, cOm-
pany or corporation to construct, erect or place, or cause to be con-
atructed, erecied, or placed, in any bullding or structure, srectdd or
in course of erecticon, any slevator te be used for carrylng paasengers
or freight from one floor to another without first having obtained'from
the Elevator Inspector or the Building Inspector a permit therefor,
Before the Building Inspector shall issue such permlt for the ercotion
conatruction, or use of such elevators, there shall be filed in his
office &8 & matter of record, pians and specifications ahowing tue
type and makesf machine, the motlve power to he used, and the size of
all ropes, shoaves, drums and suppoerting beams alsc speed, travel, and
eanrceity of par, trype ol safetles, dimensions of pregsure tank, and
pressure carried taereon, or the number of velts and amperes of elec~
tric currant or motor used,

The Rlevator Inspector or the Bulildlng Inspector ahall not issue
a parmit for the ersction, consfruetion or use of any elevator, that
may have less than two (2) ropes of approved diameter carrylng the _
weight of the car and its load, or each comnnterbalance weight thersofe

Fxisting Flevators to be equipped.

Section 465, Any person ar persons, CaMpany or corporation having
charge of any building in which any elevator 1s or muy be in use shall
equip such elevator with the devices or appliances reguired or speci-
fied, end keep the same in good working order and repailr; and it shell
be unlawful for any person or persons, company or corporation to srect,
use or operate, or cause or permit to be erected, used, or operated,
in any building any frelight or passenger ¢levator unless the sams be

3 ith t¥ : i in & Title.
squipped with the devices andmasgliancﬁs am prﬁyiﬁﬁd in this Tit

it
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Inepection and Notice of Repairs.

Section 468 ¥hen an slavator is placed in a building, the owner
or his agent shall immediately aé notify the Rlevator Inspector or the
Building Inspector in writing, and such elevator shall not be used
until it shall have bemn duly inspected. A like neotice of any repairs
or alterationa inteaded to be made shall be gilven by the person employ-
ad to make such repairs or alteratlons.

Nothing in this section shall prevent an owner from making the
ordinany repairs for maintenance, or prevent him from making repairs at
once wnon ngeded, pending the service of the above notice when & cerw
tificate of lnspection is needed,

Fxaminotion and Cartifioats.

Section 467. ¥Wvery owner shall require the person in charge of the
rurming of his elevator $¢ carsafully examine the sume and its appliznes
ence in evary twenty-four {24} hours, end upon the discovery of any
defects or impairments tending %o endanger 1ife, the elevator shall be
shut down #t once and tne Elevator Inspeclior or the Bullding Inapector
notified. The uae of such defective elevator shall be prohihited until
the necessary repairs to make 1t safe have been made, inapected by the
FBlevator Inspector or the Bullding Inspector, and a certificafe in
writing is issued by him thet said elevator has been put in safe work-
ing order and is fit to use.

The said certificate shall be placed undar glass and fremed and
hung'in a conspicuous rlace in the elevator for which the certificate

wag ifssued.

Metal Plate showing carrying capacity.

Seetion 5§§; The owner, leasee, manager or other person having
oharge or control of any elevator snall) cause tv be Fasfensd in a oon-
spicuocus place in asaid elevutors, or an said derricks, lifts or swing-
ing ladders or scaffolding metal plates having suitable ralsed lstiers
on Bame,vwhich shall prescribe the number of pounds Wpight which said
elevators, after proper test, have capacliy to carry.

All elevators before being put into use shall s tested withia load
-



eqni#qlent to twnetj—five (25} per cent more than *he Llifting capacity
gtampoed on the plates. This teat shall show rno woalkness when the eleva-—
tor is worksd either upward or downward &s in ordinary use.
Prohibi’ing use if unsafe,

gectlon 469. ”Should any defect be found in any part, or parts of
any elevator which would tend to impﬁir its safety or endanger life
by the continued use ol such slevator, the Elevator Inspector or the
Fuilding Tnepector shall immediately inform the péracn in charge, of
the danger of continuing the use thereof; and the Blevator Inspector
or the Fuilding Inspector shall lLumediately cause a notice in writing
t0o be served upon the owner or leasec, manager, or cohher person or per-
song having use, control or managsment of said elevator which notice
may contain a ptatement of the necessary repgirs; end gsaid elavators
shall not again be used until a certificate in writing shall be issued
by the Elevator Inspector that it bas been put in safz running order
and is fit for use. The notice herein provided For xR may be served
upen any perscn having charge of the running of anid elevator.

Inspeciors Fees,

Section 47Q0. The ownars, agents, leasees or managers of all build-
ings in which elevators are used, or which employ derricks, swinging
ladders or scaffolds, or other mechaniocal lifting devices, shall have
the Elevator Inspector approve of same before a certificate of inspec-
tion is isauedl A fee of ons {%1&00) dollar will be required Tor each
1napecfion of eachi elevator made in yursuance of this Ordinance. Each
alevator in the City and County of Denver nust be officially inspected
every aix months by the Elevaior Inspector.

FITLE XXI11, _
CONSTRUCTION OF RIEVATORS.

s e e b

Passage under sdjoining Klevators,
Section 4%1. Theore shall be no kind of passage in any atory of &
huilding below a platform of an elevator and wherever such pagsage-war

is in existence it shall be fortnwith after the passage of this

’
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Ordinance, abolished., Publid halls or passage-ways in front of elew
vators herealter to he erected, shall be at lesst one Toot wider than
the widths egtabhlished in thie ordinance,

Ropes, Gables and Platforms,

Section 47Z. Hopes and cakles wheose dlameter srall be appruved for
use in any elevater, shall have a fastor of gufety of at lesast five
(8) for all disreters over Tive-eipghta of an inch; six under five-
gights, hut more than one-halfl an inch; and eight for all diameters Trw
low one~half an inch. All elevator platforms shxll have a factor of &t
itast Your. IT elévatorad are cxpesed to the actior ol the elements,
the factor shall be increased twenty-Five percent of the above; Bnd
where ary rope or cuble shows twenty-Tive per cent deterioration, it
shall e considered unsafe,

Nurber of Cables,

Section 473, All freignt elevators shall have not lesa than two
holsting cublies, wlkh sulbable adjustments creoqualizers to equallize the
besrings, Yo passengsr slevator shall have less than four hoilsting
cahles, provided that those passenger elevators, the cables of which
wind around a drum may have iwo holst cables, 1f the car Is counterw
weighted separate from the drum, the counterweight (¢ have two (2)
cebles, and cables to be provided with suifable equallzers %o egqualizs
the boarings. A1l ropes oand cobles shoall te independenily fastened atl
thelr terminals.

Elevutor Sheaves.
Section 474, AlLL elevator sheaves or drums for rope transmission
shell bot be less in diameter than twelve timea the circumference of
the cable uged on such elevator,
Flevatoy Governor.

Section 475, All freight and passenger elevators (except hand

power) shall be provided with an automatic down speed governo r or

regulator, except worm-gear elevators, the speed of which is less than

e



sixty (80~ Teest per ?inute.
Shut 0ff.

Section 476, Every power slevator shall be provided with an
automatic shut off which shall stop it at itz foot and its highest
landimg, Sueh elevators shall rlap have zluack cahla QOYiceE;

Eﬂh}f_ﬁfﬂﬁﬂ;

Section 477, All freight und passenger elevators, sxcept shnd-
power, In wuny huilding, the cables of which wind arcund a drum, must
be provided and emuipped with an antoratic ftrip or slack cable stop and

artomat ic heake of sufficlent strength to hold the cuar at any point.

Safely Flour Stops.

Section 478. All freight and fire escape elevators shall be pro-
vided with a safety device by which persong using the elevator at one
floor can lock the orerating table to prevent the moving of the ele-
vator by persous on ancther floor, during loading or unleadirg .

Automatic Yrep Doorg,

Section 479, AlL freight elevators, whose speed is less than
fifty [(BO)] feet per minute, not enclosed in shafts as provided in Sec—
tien shall have automatic %rap doors, tin lined on tne under side at
sagh floor s0 construcied as to form a aubstantisl floor surface when
closed, and so arrnaged as to open and close by the actien of the elew-

valor ascendling and descending .

Sedtion 480. In &ll buildings hereafier to be erected over three
atories high, the beams for ﬂlpnarting overhoad work ghall be of Iron
or stecl, wsnd ﬁﬁmh beoms shell be supported on brick walls or continue-
ous iron columns resting on concrete or masonry Foundatien, and all
ghide posts or run rails for clevator ¢ar and counterwelghis shall be
of iron or steel in all bulldings over five {5) storiss high, wvhen
operating in open or grill enclosed hatcpwaya, and in all buildings
over nine storiea hilgh, in all hatchwayw.

The gounterweight guides shull be previded with limit stops se con-

gtructed as to prevent the running of the weights above the guide stris


https://provid.ed
https://be1.1.ms
https://sht-1.ll

into the elevator saflts under any circumstances, either fy aceident %o
or lgss of ccntrol oF the elevator; All weights shall be securely
bolted together with rods passing through all weights;
Automatic Oiler for ?PE&.
Section 48l, All passenger elevatcrs shall he provided with suit-
able oiling device for lubricating the guidesn autematically, to obviate
the necessity of a person riding on top of cage for that purpose;

Screens under Sheaves and Beama,

Sectlon 482. Erery power elevator shall be provided with & proper
sereen under its sheaves and heams to prevent toels or other things
Trem dropping: on the hoistway.

Flevator Pits.

Sectlon 483. All frelght or passenger elevators shall have a pit
extending at least thirty-six (38) inches below the lowermost Lloer
level and elevators not extending dcwn to the baserment shall have
fireproctf pits at the lowsrmoet floor level mhove whick they serve.
Such pits ghall kave nn openings exmcept holes for cables.

Erick Enc}ggure.

Section 484, Whenever an elevetor shaft exiends down into a base«
ment, that portion thereof, inclusive of the gpace cccurisd by +the
machinery, shall he constructed of brick, and he ritted with automatic
firs doors as provided in Section 337, .

A11 freight elevators in anv building shall be enclesed with brick
walls or‘with fireproof partitions which dq not gepend on wocden floor
tears for support; And where they are not placed on an outside wall
with windoew openings therein and sérve more than one floer thetr
gnclosures shall be carried gix feet or more above the roof of the build
ing, and be covered with a skylight of wire glaas rnd is protected by
a secreen nade of number one {1) or heavier wire with one and one-hualf
inch or closer meshes; All elevator skylights shall have &n opening

device controliled from each and every floor.

Wil Gl
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Elevator Fire Doors and Safaty Gates,

Baction 485, All elevaters enclosed with brick walls or'in fire-
proef shwits, shall be provided with fireproof frames ard doors; Said
doors shall he provided ¥ith an approved device or system which will
automatically close the openings in the event of fire; And in additdon
to said mitomatic Tire doors, the elevators shall be provided with

antomatic orenings and closing hatch gates, to protect the approach teo

the elevator when doors are open.

Freight Blevators - Well Hole Reilings.

Seetion 486, All frelght elevstor .shafte and hoistways in any
building not encioeed, shall be protected and enclosed on each and a1l
flocrs of any such building with guitahle frame work or railings neot
lesg than Five {(B) feet high, and arrroaches and entrances td any such
elevator shaft and hoistway shall e provided with automatic or pelf
cloaing gates; and no persan shall use, permit, or cauvse to be uged,
any auch freight elevatocr, shaft or holstways, irn any building unless
tho same is protected or encleosesd as sbove required.

Hoists and Flevstors - Well Holes to he Guarded.

SBection 487. ALl buildings in course of consiruection and in all
puildings having elevators intended for frefght lifts only, and not

constructed, it shall be unlawful to uge holiste and slsvators Lor

hoisting matertals, ete., in any such building or bhuildings unless the

wall holes or openirgs for such elevatoers oy hoists on aach and every
floor of the builadl shall te cloged with guard reils composed of
boards nlaced six (E% inches apart to a heirht of five (5) feet, with
& pate or door swinging outward Irom the elevator and such other safe~
ty or equivglent eppliances as shall be necessary foy the protectlen
of oife and limb. ‘ :

Dumb Waiters,

Saction ABE, TDUMb waiters extending te the bhasement and serving
three or move floors in e building shall be deemed freight elevators
and shall be enclosed accordingly, except that they need not extend to
the rooi porvlded that they are thoroughly Tire stoypped at the botiom,
and the uppermost story served. In nen-firsproof bulldings where duwxb
weiters are enclossd in shafits the walls of such shaflts shall be plasi=
ered on metul lath. ‘

Pasgaenger Rlevatorsg Shafts.

Segtion A8Y,  BlLBTEYOrE USEd -Bxcluslvely four apssenger service in
all wholesule ctores, factories or warehouses, or passenger slevators,
with a freight wntiachrent underneaih lacated in any other building,

Y
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shall be treated and provided as abewe prescribed for Ireight elevators
with the distineticn that the enclosing partitions may be of plastaring
on Metal lath or nay cother firepreof having wonden daors with wired

glass if nav glass at all,

He Elevator in Well Hels.

Section 490. No elavatdr shall heresfter be crnstructed in the
well hole of any stairway unless thers be a fireproof wall between each
elevator and said stairway, extanding from the bagement to a point
three (3) feet ahove the level of the reof, elevator shafts in fire-
proef buildinga slone exceyhgd; .

Steirs adjelrning Elovators,

Section 491, In eithar of the cases cited under Sectiocns 489 &
490 the stalrs accompanying such elevators shall te enclosed with par-
titiens squal to those enmployed for enclesirg the resapective elevator
and there shall al?e ke guen partition hetwesn the elevater and thia
adioining stalirwey.

Elavatars in Steircases,

PRSIl

Section 492, OQpen grill work snclosures for rassenger elevetors
not sxtending ovelow the level cof the first floor, may bhe erected in
stalrease enclosures in huildings where the entire spece is ococupied
by the stairs, and the elevator s enclosed in brick or siene walls
and the stairs asre of lirsprocl constructicn as hefore spedifiled,.

All elevators, if used exclualvely for private service in all
dwellings or within a suite of office o businees apartments, for not
more than three storles or two stories amnd & hasement in height, if en-
tirely detached from the public halls, or stair halls or passagoways
l=ading thereto, need not have their shafts extended to the roof, pro-
vided that such shafts are properly enclosed in conformity with this
Ordinance,

Paspenger Elevator Enclesures,

Section 495, ALl passenger elsviior shaftn, axcep’ as prescribed

in Seotiun 489 shall be encleosesd freom the fleor %6 the ceiling on all

entrance sides and to & height not less than seven {7}

ﬂ ¥": o
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six (6) inches on other sides, and when Iron wire or grill work
ig uged no grester gpace than two inghes sguere, or one and three
fourths elear way Lf vertical rod is wused, shall be permitied;
and po ¢bstruction of any kind shall extend into any elevator
ahaft or bc placed on the cnelosure thereof iﬁ front of the en—
trance side.
Doors.

Sectlion 484 .~ All doors epproacshing elevator shafia
shall have safety locks of ayproved make, so that sald doors
will be cliosed When the elevatLor QT 18 1ot at the rlooTr whers
sgid doors arc located.

Doorwayg to Cars,

. Baotion 495.~ It shall pe unlawful to meintain or
eperate any passengsy eslevaior which ¥ms more than ons enirance
o doorway o £he gar, unless sach of sald entrances or doocrways
is provided with & door on the inside of mald car, sald door to
ba clozed by the operator before said car ig put in motion, All
doors to cars shall be not less than seven {?} Peat high.

Gage of the Car.

Seption 488.~ The cagd of 811 pagsenger elevator
cars shall be constructsd of metRi OT other incombustliblie muterial,
except floor coverings, buit there shall be mo glass or porselain
uged in the structurel or ornamental paris of the cancpy ol any
aage ., The use of glaage or poreslain in sll elevator cars for
generel public use, shall be confined to coverings of certifiostes
of inspsotion, emunolatora and the lighting lamps. In every
passenger clevator there shall pe placed a motal hand rail, one
inch in diameter, and fortv-itwo inches above the floor, on all
aldes not haying door openings. The aanopy,. i any, of every
paggenger elevator, shall be go construcied that the whole ot
gemi-pircular part sixtesn {18) inehes In depth by the width of
the door in width above the entrancs 4oor can bBe e381ly Temoved
from the top.

gidewalk Elevaior Doors.

Section 48%.~ All doors covering sidewalk elevator doors

when open, shall open only sufficiently for proper service, and



alse from a'guawa to the sperture while open, and when the covering
door lg attached to the frame of the 113 to open automatically;
the sides of tho 1ift at right sngles to the owrb shell be safe
puarded wilth metal lattice work.

Protoostion 0Ff Well Hole Blavator Shafts and Open
gourts In Existing Buildingm,

Section 488.- Owners of all bulldings erscied prior
to the pagsage of thip ordinance, containing slevators, hatcehes
or well holes, elevators shafts or open courts, shall upon written
notice from the Bullding Insysctor so to do, properly and suf-
ficiently gusrd and protect such elevator hatches, well holes
or elevators, with gates or guards so as to avold danpger to human
C1ife, and sald pates or pusrds shall be aloé;d on 811 floors
axcespt when carsg are in actual use, |

Elevatora In Existing Hotels,

gection 499.~ In every non-rireproof building, used
or occupled as a hotel, arter the passagse of thls ordinance, in
whieh thare is an slevator net enclesed in a fire-proof ehaft,
such elevator shall pe enclosed in partitions of incomiustible
material constructed and arrenged as prescribed in Section 489
for passenger elevaltor shafta,

__Flevator ¥Tacapes for Hospitals, Ftc.

Section 500.~ See Title ¥XI, Seotion 454.

TITLE XXIV.

DEFINITIONS,
In this Ordinance the following terms shall have the
meaning herein regpeciively assigned to them, vizi-
Sestion 50l.- Ary Pubilc thoroughfare less than thirty
(380} feet wide shall be deemed an alley, and if such thoroughfare
is less than gixtesn (16) feet in width it shall be decmed &
court way, and be A passageway 1f the sntrance to any alley or

gourt, or courtxway ls made through a building.

~Seet



ALTERATION .

Section 502.~ Ueans agny change in, Lo Or upon any
structure or things connected itherewith, and to falter’ means
$0 maXe any sugh change or alteration.

Section 503.—A Sub-surface excavations adjacent teo
the bullding for the purrvose of lighting and ventilating cellars
oTr baseiments; the same are prohibited from projecting into any
street or alley, A

ATTIC STORY.

Bection 584.—~ A story situated wholly or parily in
the reéf.

AHWHDAGES,

Section 505.- Dormer windows, cornices, mouldings,
bay or oriel windows, balconies, cupolas, domes, Llowers, spires,
ventilators, or any eother mecessory projsceiing from a bullding.

Basement.

Seation 506.- A story suitable for businsss or habi-
tation partislly Ddelow the level of the adjoining street or ground,
and below the first tier of the floor beams or joists. When a
basement eeiling is more than eight (8) feet above the grade at
the building line it will be XPated &s the first story or ground
fioor.

A Ray Windows.

Section 507.- a rectangulsgr, curved or polygonal window

supporied on a foundation or brackets, ete‘; which projects from

the balance of the enclosing wall.

Bay und Psnel,

Section 508.~ One of the intervalz or spasses inte
whlch & building rront is ailvidsd oy columng or divislon walls.
The filsor spase ineluded between the intersection of paralial
rowvs of columng or walls of Lwo bays abt Tight angles Lo each
other and the fane of a wall between two (2] adjoining pilasters

or piers is called @ panel,

EH§§ ;“w EEEE
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Bagé Courss or Base of Biilding.

Bsction 509.- The courae or courses of masonry next

tc the grade line.

Rearing Walls,

Seetion 510.— These walls uvon which the joista, beams.

trusses or girders rést.

Brick Pressed.

Seciion B1ll.~ Brick manufactured by high pressure in
separate moulds and burned to the highest point of consolidation
without vitrifieation.

Brick Hand Burned.

Seation 512.- Brick manufactured by the *continuous
gtiff mud"® or other process (noi pressed) and purned &lmost Lo
the point of vitrification and giving out a clear ringlng sound

when struck with metagl.

) Brick — Sofi.

Seotion 513.— Someitimes cglled salmon brick; light
colored, soft, emummbly brieck; will net ring when strueck, abacrbs
largs pex cent of molsture and of low ¢rushing reaigitance,

Brici Push-CPlaced.

Segtion 514.— Brieck 1aid in a bed of mortsr and shoved
or pushed to place in such & manner that all open spacs between
the brick and the adjoining brick at the enda, gides and wotiom
are filled ceompletely with mortsr.

Building.

Sectiion 5l5.-- Any structure ereected by ari and fixed

uﬁun or in the soil, composzed of several pleces and dezigned for

use in the position in whieh so fixed.

Building Line.

Segtion 516.,- Tho line between public and private
apace the lines given by the eity englineer in the survey of the
iots.

B
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gellar.

Seotion 517.- The lower sbory of any structure or
building. ‘

folumns.

Seotion BlH.— Igolated gupports of woed, otone, iron
sieel, sto,, varrying the ends of bveams, girders, lintels, or
trungesn. 3tone, iron or steel soluming may also aarry Siches.

gourts.

Sesction B519.—~ 4 gourt is the unoccupied space hebtween
building lines and loi lines cother than a yard, Iree AKX open
and uncbstructed by sppendages From the ground or roof of EXY
- one story secetion to the gky.

Depth of Foundations.

Section 520.— 7The depths of foundationa of any bullding
nhall be measured in such efse Irom the level of the top of the
surbing diresctiy oprosite said foundations,

section 521.~ Bulldings sither detaschod or in tlooks,
used solely as @ resistance and occuplied W not more than {wo
families.

External Walls.

Section 528.~ Evary culer or verileal enclosure of a

milding other than a party wall,

Factar of Qafaty.

Section B23.~ The guotient obiained by dividing the
breakxing load of the gafe load,

FaotoTy.
Section 384.~ Any premisss where gteam or othar me-

ehanical power 1s used in the aid of any manufacturing process
there ecarrled on.

Firast 3tory or Ground ¥loor,

Section B25.—- The story, tho fleor of whioch is not

more than eiphteen inches below the sidewalk grade and the nearest



to the sidawélk; other stories to be numbered in regular succession

gountinig upwards.

Footing.
Section B26.-- Projeoting courge under base of foiun-

dation wells or piers, etc,

Foundations.

Seetion 52%.— That part of the walls or supporis, of
a building that is below ihe grade 1line and next above tha footingg.
Frame Buildings.

Section 588.— Any building or structure having outer
walleg gensiructed 1in whole or 1in pari of lumber or woolden frame
WOTK. A1l structures so constructed, NXXME¥I whother covsred
with metal, veneered with less than eipght inchea of brick or terra
cotia or net, siAl bhe classed as frame buildings and subject to

the prohiviiions of this ordinance.

Girder,
Seotion 539.- The horizontal atructural plecs or pieces
wAleh support the ends of £100T peme or joluts or garry walls

over openings.

. Bragde.

Beption £30.—- The surface of the gﬁaunﬁ, eourt, lawn
vard, or sidewalks adjoining the Tuilding. The esiablished
grade iz the grade of the street ocurb lines, Tixed by the City
and County of Denver, &nd the natural grade is the mndisturbed
natuyral surfaes of the ground. {The eastabliched sidewalk grads
of tﬁa Gity and Counly of Denver 1is one guartex (lf&) of an inch
tiae per emch foot of width, starting at snd from the top of bturb.}

Helght of Stories.

Section 531,~ The perpendicular distance from the itop
of the floor joist to the corresponding point in the next story.

Helght of Siruciure,

geation 532..- Height of strusture: The perpendiouiar
diastance of the highest point of the roof above the determined
grade st puilding line.
e $oal
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Inspector,
Zeetion 533.-~ The Building Inspecior of the City and

gounty of Denver, — See Title 1.

Incombugtible Reofing.

Section 534.— Covered with not less than three (3}
thicknesses roofing felt, and a coat of piﬂeh and gravel nol less
than 10¢ pounds of pilteh to the sqguare of roollng, or wilih Llia,
corrugited or galvanized iron, or other fire resisting material
with standing seam or lap joint.

Incombugilble Stud Partition.

Section B35.— A stud partition plastered on both sides
upon melal lath for the full height and fire-stopped beiween the
stude with incombustible moterial eignt {8) inches high from the
floor and down from ceiling.

Incombustihle Material.

Secticn 536.~ When referred o &8s a structural material
means brick, stone, terra cottz, conerets, iron steel, or cheet

metal when uged zlong or in combinatlion with vne snglher,

. bawn.
geatioh 537.— The soalded space in residehde distliols
between ihe lot line znd the tuilding line, or beiween the loti

line and the msidewalk or the sidewalk and the curhb.

Longth of Building,

Section 538.- Its greatest linesl dimenslon; usually .
measured in the direction of the bearing walls or girders.
Lintel,
Saction 539, The amall beam or girdeYy placed over &
dvor oTr windew opening, wlth the ends resting direcetly on Lhe mBsOnYY.'

Logsds on Bidldings.

Seotion 540,- {a)} Dead Load,- Shall consist of the
sctual welght of walls, floors, roofs, partitions and zll perma-
nent construction.

{n) 1ive Losd.- 5hall eonsist of all imposed, fixed or

~148- D
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transient loads, other than fead, due ito the ocoupancy of the
building, and its exposurs to the wind pressurs,
Lot Line,

Sectlion B4l.~ The line of demsrcation between elther
public or private properties; a& party line is the lot line bve-
twesn adjioining properties. The Building line and lot line mey
be gynonymous along publie properties. '

Mortar ~ Cement.

Section 548,- A mortar composed of one part of fresh
cement to not wore than thrue vparts of ¢lean sharp sand; {(bank
or pit} which 1is 10 be used inmediately arter mixing.

Hortar_deuent & Line.

SectionH3.—~ A mortar made of one part of cement,
one part of thoroughly slacked line snd not more than six parts
of ¢legn, sharp ssnd.

Mortar-Lime.

Sestion D4d4.- A woriar composed of one perd fresh
burned lims to not more than four paris of clesan, sharp sand,
which shall not be used before beinp thoroughly slacked,

Ordinary Congtrustion.

Section 545.— As used in this ordinance is meant the
ordinary aystenm Of construcilion in whicn timbers o sinall plze
are used with no protection against fire.

owner.

Section B46.. Any person of persong, COMPaNny or Corpo-
ration owning the bullding or the property under consideration or
peing built upon, for the purposes of this ordinance, éuardiana
or trustees wlll be Teparded as the owner,

Offoet,

Section 547.~ The offset or change in thickness of &
wall shall be reghrded as belng made a8t the top of the floor
beame or joiste.

Party wall,
Sestion 548.— {n) A wall buiit upon a 4ividing line

for the joint use of two owners;: (B} Every wall builf or used as
A

% [
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a geparation of two oOr more bulldings.

Partition wall,

Ssction 549.— Any interlor wall other than a party
wall.

Piers.

Section 550.~ Iazolated masses of brick work or masonry
forming supports for erches, colunns, lintels, trusses and similar
structural paris. -

Post.

Section 551.— A term which when used, mesns a woodsn
surport, or ¢olumh.

Hepalrsd,

Seotion 552.~ The recon;truction o1 renawal of any
part of a structupre or things therewith eonnected by which the
structure shall be maintained in good order and repsir without
c¢hange in its fire risk, strength of sanitation, and net made
for the purpose of converting the struziure in whole or in part
into a new ona.,’

Shed.

Section 555.~ X structure not exceeding one story
in helght, ons or more of whose sides are open.
Show Window.
Sectlion 554.- A storo wihdow inh whilch goods are dispiayed.

Skelaton Conastruction.

section 555.~ As used in this ordinance shall apply
only fc such bulldings wherein gll 1¢ads and strains are trans-—
mitted all the way 1o the foundations by skeletcn or frame work
or rolled ircon or steel, In such frame work the beama and gir-
ders shall be rivetted or kolied together at all junstion points,
All piliars shall be made of rolled iroen or steel and their parts
shall be rivetted or bolted comnections. Ko cast lrion lintels
or celumms shall be uged in this construction. In all buildings
of thic c¢onstruction where thce walls are carried by the metal
frame work the thickneas of outside magonry shall not be less than

1B inches.

P Ny



Street.
Section B56.— Shall include all public ways, alleyvs,
lanes, courts, sidewzlks and those parts of public places which

forin sraveled ways for the publie.

Tenement Housge.

Section 557.-~ A bullding whieh, or any part of which,
is occuplied or intended to be occupled, as a dwelling for three
(3} or more families living indevendently and doing their own
cooking on the premises: or Wy twe (2) or more families above

the Tirst Tloor so living and cooking.

Yenser,
Seotion 558.—~ The outer facing of brick, stone, concrete,
tile or metal of an enclosing wall wsed Tor ihe protectlion of
the backing, but not estimated to &add anything to ite strength.
Width of a Building.

Section 558.—~ TItg shoriest linesl diwension. ususlly

measured in the direction of ths floor beams or jJolsis.

TITLE XXV.
UNCLASSIFIER SECTIONKS,

KEEP BUITDINGS IN REPAIR.

Seotion B560.- The owner, agent or occupants, having
the care of butldings shall keep them in repalr and when gso notified
by the Building Inspector shall make needed remire and shall poilnt
up and £ill with mortar or cement sll cracks, spliis, flssures
or loone materials and other dofectis in the walls or supports, to
enable the Building Inspector and others to judge of changing
gonditions sheould they occur in any part of any such building.

Moving Buildings or Heavywaights on streetn,
2lleys OoTr Sidewalks — License,

segtlion 56l.~ 1t shall be uniawful for sny firm or
person not licengsed go to do to move any bullding siong any of

‘the gatreets or alleys of the city, or to move anything weighing

-
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over 2,000 pounds or regquiring the use of rollers, capstan or
machinery of sny kind upon any of the streests, or to hoilst any
heavy welght to the upper portions of buildinges over any street,

sldewalk or 8iley or placss to which the publis have 2CCess.

Moving Permulb.

Section 562.— Before any building or heavy sarticle as
above shall be moved along any straet or hoisted tv or from any
building as above the party engsging s¢ {0 4o shall First apply
to the Building Innpector and obtain a permit therefor; sald per-
mit shall designate the sireets and walka and to what extent they
may be used for the purpose and the hours of the dsy during which
quoh WoTK sniyll be done; ithe fTee Tur permiis as above shall Le

one dellar for sach permit,

Building May be Declared a Nuisancs, wien and How,—

Section bE3.- Whenover in the opinion of the Bulliding
Inspector any building or part thereof, or any structure of 1llks
nature, 1is in a condiiion dangerous to the occupants or those
passing,:by reason of bad condition of walls, overlcoaded Tloors,
defective heating apparatus, vibraetions from machinery, defectiive
flues, confined or cramped stalrways, Insufficieni exlis, narrow
aor derk passkgeways or from other like causes; asid huilding or
part thoreof shall be.deemed to be a pudblic nmuisance, and the
Building Inspector may at any time require the owner, agent or
occupant of any such building to méke such repalrs or take such

ateps &s, in hig opinion, may be necegsary for the public sarety.

¥ater Service Pipes.

Section 564.~ All assrvice plpss for the gonveyance
or watoer to an& tuilding or premiscs ieid in any astreot, court,
alley, avenue, or place where laid and in all instances at least
five (5} feet below the surface of tho ground. All ssrvice plpes
from sizes one-half {1/2) inch to three-quarters (3/4) ineh must
be made of lead nof less in weight than that called “"extra sirong.®
P



The one-half (1/2) inch pipe e¢hall not weigh less than two and
one-half (2 1/2) pounds per foot, the filve-eighths (5/8) ineh
pipe shell neot weigh lesz than three {z) pounde per foot, the
three-fourths (3/4) inch pipe shall not weigh less than three

and one-half (3 1/2) pounds per foot, All service pipes from
one (1) inch to two and one-half (2 1/28) inches must be made of
lead not less in weight than that called "douhle extirs strong.b
The one (1) ineh pipe shall not weigh less than five and cne-half
{5 1/3} pounds per foot, the one and one-rowrth (1 1/4) inch pipe
shell not weigh less than six and three-fourth (8 Sfé) pounde
per fouot, the one and one-haif {1 1{2} inch pipe shall not weipgh
leas than ten and one nalf (10 1/2) pounds per foot, the two (2)
inch pipe shall not weigh less than eighteen {(18) pounds per foot,
the two and one-half (2 1/2) ineh pipe shall not weigh less than

twenty-six (28) pounds per foot.

SmeXxe Abvatement.

Section 565.- The emisslon of dense blagk or gray
gmoke from any smckestack or chimney used in connecotion with any
staetionery atcam beoiler, iccomotive or furnace of any description
within the City and County of Denver, in any Publie bullding,
apariment hoﬁse, offiece tullding, hotel, theatre, place of public
snmusement, schoel building, instituiion, locomotlve or any other
structure in the @ity and County of Denver, or in any building
used as a ractory, or far‘any purpﬁse DFf trade, or Tor any other
purpose whalever except as 8 private residencee shall be deemdd
and i1g hereby declared to be a public nuisance.

Before a Building Permit will be issued, the owner,
architect or agent of any proposed building, before mentioned,
mist furnish the Boiller Inspecﬁar and the Bﬁilding Department with
a complete set of plans and specifications of the beoilers, in-
cluding setting of game, or smoke consumer proposed to be used in
connection with bollers, and any other information desired by
the Boiler Ingpector and the Building Department, to assist 1in

abating the smoke muiaance. The Boiler Inspector and the Building

e, s
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Department must approve of s8ld plans and apsaifications before
sald Bullding Permit will be granted.

If Ownsr FPails or Refuses to Make Repairs after
Recelving HOLice TTrom DuliGing JIEpecLorT.

Secllon 566,.~ In case the vwhner, agaent or ogeupant
of any dangerous bilding or strusturs shall feil or refuse to
nake sugh repa}rs within three days after the service of any notice
80 as to do by the Bullding Inspsoctor, he with the approval of
the Hayor, may enter upon the premlses and employ su¢h labor and
purchase such materials as in his judgment may be negessary to
make any sush huilding or siructure salfe or prevent the same from
becowing wsafe or dangerous; or he may with the spproval of the
Mayor demolish any such buwilding or structure. Any pariy doing
the work or any part thereof, or furnishing any materials therefor,
under and by direciion of the Building Inspvector, mey bring and
muintain an action agalnst the sald owner in the game manner as
if he or they had been employved to do the gaid work or furnish
sald materials by the owner or apgent of the sald vuilding or
structurs, And the bullding inspector by and with the approval
of the Mayor, may remove all ocascpuanta of any dangerous bullding
and prevent the same Irom belrng oceypied until the same has hean

made oafo and seoure,

Panalty.

Rection 567.~ Any person, Iirm or corporation who

viclates, discbheys, omiis, neglests or refuses to comply with,

or who resists or gpposes the exegution of, this ordinance, or

any provision thoreof, shall upon sonviction thereof be fined in

& sum not iess than {ive dollars for more than three huﬁdred dol-

iare, or imprisened Tor nel mors than thirty days, O OLh flhed

and imprisonsd, And each day that any perpon, Tirm or <orporation

ghali viclate, digobey, omii, neglect on refuse to comply with,

or resicts or opposes the executloen o this ordinunce, or amny pro-

visioﬁ thereof, shall be IEEIAAINZIBRNPRY desmed g geparate offense.
P 1 5 -t A
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grdinunces Repealed.

Section 568.- All ordinances, and parts of ordinances,

in conflict herewith are hereby repealed,

Pubhlication in Pamphlet Forn,

Section 568.- This ordinance shall take effect from
and after its passage and avproval and the publleasion thereor
in pamphlet Torm, whilch said publication shall be in liew of news—
paper publication. A copy of such pamphlet publicatfon shall
e filed with the City and ¢ounty Clerk and kept on recerd in his

office,

N .
Signed and approved by me thiamgdav ofﬂw A.D.

1805. AN

N SANN R VST R,

M~ayo‘\

Attested ty the undersigned with the corporate seal of

the ity anl county of Denver.
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